JEFFERSON COUNTY DEPARTMENT OF HEALTH

1400 SixtH AVENUE, SOUTH » P.O. Box 2648 » BJRMINGHAM, AL 35202-2648 205.933.9110 » WWW.ICDH,ORG

Environmenta) Health Services
Wayne Studyvin, P.E. M.S.C.E, Direclor
Frank Phillips, P-E., Assistant Direcior

November 17, 2008

Certified Maijl
=trhihied Maijl

Return Receipt Requested

Mr. Mark Poling, Manager, Engineering, Environmenta] Compliance
ABC Coke, A Division of Drummond Company, Inc.

P.O. Box 10246 :

Birmingham, Alabama 35202

Dear Mr. Poling:

Subject: Renewal Title v Major Source Operating Permit for ABC Coke, A Division of Drummond
Company, Inc,

Enclosed is the final Major Source Operating Permit for your facility,
If you have any questions, please contact Corey Masuca of the air pProgram staff at 930-1595.

Sincerely,

Wayne Studyvin, %{h\_
Environmenta] Health Services
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ABC Coke

Permit Number 4-07-0001-02

In addition to compliance with Alabama Air Pollution Contr
Number 612 (Regular Session, 1982) and with all a

GENERAL PERMIT CONDITIONS

conditions which are listed below are hereby contained in and made a part of this permit;

Page 2

ol Act Number 769 (Regular Session, 197 1) and Act
pplicable Air Pollution Control Rules and Regulations, the

Federally Enforceable General Permit Conditions

Regulations

LNO.
I

Definitions
For the purposes of this Major Source Operating Permit, the following terms will have the

meanings ascribed to in this permit;

“40 CER 60" shall be an acronym for Part 60 of Title 40 of the Code of Federal Regulations,
as the same may be amended or revised.

“40 CIR 61" shall be an acronym for Part 61 of Title 40 of the Code of Federal Regulations,
as the same may be amended or revised.

“40 CI'R 63" shall be an acronym for Part 63 of Title 40 of the Code of Federal Regulations,
as the same may be amended or revised.

"40 CFR 68" shall be an acronym for Part 68 of Title 40 of the Code of Federal Regulations, as
the same may be amended or revised.

“40 CER 82" shall be an acronym for Part 82 of Title 40 of the Code of Federal Regulations,
as the same may be amended or revised,

“Act” shall mean the Clean Air Act, as amended, 42 U.S.C. 7401, et seq.
"ADEM" shall be an acronym for the Alabama Department of Environmental Management.
“Air Permit” shall mean any permit issued pursuant to Chapter 2 of the Rules and Regulations,

“Annual Capacity Factor” shall mean the ratio between the actual heat input to a steam
generating unit from the fuel being combusted during a calendar year and the potential heat
input to the steam generating unit had it been operated for 8,760 hours during a calendar year
at maximum steady state design heat input capacity.

“BTX" shall mean benzene, toluene, and xylene.
y

"Bypass/Bleeder Stack™ shall mean a stack, duct, or offtake system that is opened 1o the
atmosphere and used to relieve excess pressure by venting raw coke oven gas from the

collecting main to the atmosphere from a by-product coke oven battery, usually during
emergency conditions.

“Batiery Stack” shall mean the stack that is the point of discharge to the atmosphere of the
combustion gases from a battery's underfiring system.

"Coke By-product Recovery Plant” shall mean any plant designed and operated for the
separation and recovery of coal tar derivatives (by-products) evolved from coal during the
coking process of a coke oven battery,

"Coke Oven Battery” shall mean a group of ovens connected by common walls, where coal
undergoes destructive distillation (o produce coke. A coke oven battery includes by-product
and non-recovery processes.

13
40 CER 60
40 CER 61
40 CFR 63
40 CFR 68
40 CER 82
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"Collecting Main" shall mean any apparatus that is connected to one or more ofttake systems
and that provides a passage for conveying gases under positive pressure from the by-product
coke oven battery to the by-product recovery system.

“Department” shall mean the Jefferson County Department of Health.

"Emissions Unit" shall mean any part or activity of a stationary source that emits or has the
potential to emit any regulated air pollutant or any pollutant listed under Section 112(b) of the
Act,

"EPA" shall be an acronym for the U. S. Environmental Protection Agency.

“Emergency” shall mean any situation arising from sudden and reasonably unforeseeable
events beyond the control of the facility, including acts of God. These are situations that
require immediate corrective action(s) to restore normal operation, and that cause the facility to
exceed a technology based emission limitation set by the permit, due to unavoidable increases
in emissions attributable to the eémergency. An emergency shall not include exceedances of the
permit emission limitations caused by improperly designed equipment, lack of preventative
maintenance, careless or improper operation, or operator error,

"Fossil Fuel” shall mean natural 8as, petrolew, coal, and any form of solid, liquid, or gaseous
fuel derived from such materials for the purpose of creating useful heat.

"Foundry Coke" shall mean coke that is produced from raw materials with less than 26 percent
volatile material by weight and that is subject to a coking period of 24 hours or more. Percent
volatile material of the raw materials (by weight) is the weighted average percent volatile
material of all raw material (by weight) charged to the coke oven per coking cycle,

"Foundry Coke By-product Recovery Plant” shail mean a coke by-product recovery plant
connected 1o coke batteries whose annual coke production is at least 75 percent foundry coke,

"Fugitive Emissions” shall mean those emissions, which could not reasonably pass through a
stack, chimney, vent, or other functionally equivalent opening,

"HAP" shall be an acronym for hazardous air pollutant,

"Hazardous Air Pollwtant” shall mean any air pollutant listed in or pursuant to Section | 12(b)
of the Act,

No. Federally Enforceable General Permit Conditions Regulations
1 Definitions continued: 1.3
40 CER 60
"COG" shall mean coke oven gas. 40 CER 61
40 CER 63
"Coke Plant” shall mean a facility that produces coke from coal in either a by-product coke 40 CFR 68
oven battery or a non-recovery coke oven battery. 40 CFR 82
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e,

Iederally Enforceable General Permit Conditions

| Regulations —[

Definitions continued:

"In Benzene Service" shall mean a piece of equipment, other than an exhauster, that either
contains or contacts a fluid (liquid or gas) that is at least 10 percent benzene by weight or any
exhauster that either contains or contacts 4 fluid (liquid or gas) at least | percent benzene by
weight as determined by the provisions of 40 CFR 61. | 37(b). The provisions of 40 CFR
61.137(b) also specify how to determine that a peice of equipment is not in benzene service.

"Incinerator” shall mean an enclosed air pollution control device that uses controlled flame
combustion to convert combustible materials to noncombustible gases,

“In VHAP Service™ shall mean that a piece of equipment either contains or contacts a fluid
(liquid or gas) that is at least 10 percent VHAP by weight.

"NESHAP" shall be an acronym for National Emission Standard for Hazardous Air Pollutants.
"NSPS" shall be an acronym for New Source Performance Standard.

“Operating Permit"” shall mean any permit issued pursuant to Chapter 18 of the Rules and
Regulations.

“Oven" shall mean a chamber in the coke oven battery in which coal undergoes destructive
distillation to produce coke.

“Permittee™ shall mean the holder of a permit issued by the Department.

"Pushing" shall mean the process of remaving the coke from the oven. Pushing begins with
the first detectable movement of the coke mass and ends when the quench car enters the

quench tower.

"Quenching” shall mean the wet process of cooling (wet quenching) the hot incandescent coke
by direct contact with water that begins when the quench car enters the quench tower and ends
when the quench car exits the quench tower,

"Quench Tower” shall mean the structure in which hot incandescent coke in the quench car is
deludged or quenched with water-

“Rules and Regulations” shall mean the Jefferson County Board of Health Air Pollution
Control Rules and Regulations, as the same may be amended or revised.

“Short Battery” shall mean a by-products coke oven battery with ovens of less than 6 meters in
height pursuant 10 NESHAP, Pt 63, Subpart L or less than 5 meters in beight pursuant to
NESHAP, Part 63, Subpart CCCCC.

“Soaking” shall mean that period in the coking cycle that starts when an oven is dampered off
of the callecting main and vented 10 the atmosphere through an open standpipe prior to pushing

and ends when the coke pushing begins.

“Source” shall mean any building, structure, facility, installation, article, machine, equipment,
device, or other contrivance that emits or may emit any air contaminant. Any activity, which
utilizes abrasives or chemicals for cleaning, or any other purpose (such as cleaning the exterior
of buildings), which emits air contaminants, shall be considered a source.

I3 j
40 CFR 60

40 CFR 61
40 CFR 63
40 CER 63
40 CER 82
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Definitions continued: 1.3
40 CFR 60
“Standpipe" shall mean an apparatus on the oven that provides a passage for Bases from an 40 CFR 61
oven to the collecting main or to the atmosphere when the oven js dampered off the collecting | 40 CER 63
main and the standpipe cap is opened. 40 CFR 68
40 CFR 82
“Stationary Source” shall mean any building, structure, facility, or installation that emits or
may emit any regulated air pollutant as defined in Part 18, ] of the Rules and Regulations or
any pollutant listed in Appendix D of the Rules and Regulations.

"Steam Generating Unit” shall mean a device that combusts any tuel or byproduct/waste to
produce steam or to heat water or any other heat transfer medium. This term includes any
municipal-type solid waste incinerator with a heat recovery steam generating unit or any steam
generating unit that combusts fuel and is part of a cogeneration system or a combined cycle
system. This term does not include process heaters as they are defined in subpart 40 CFR
60.41b,

“TDS" shall be an acronym for total dissolved soljds.
“VHAP" shall be an acronym for volatile hazardous air pollutant,
“VOC” shall be an acronym for volatile organic compound.

In addition, the individual definitions as specified in each applicable rule, regulation, or
standard shall be utilized where applicable,

Agglicabililx Chapter |

The Major Source permitted herein shail include all of the cquipment and operations of the Chapter 2
manufacturing of coke and coke by-products, coke oven batteries, gas-fired steam generators, Chapter 4
coke quenching towers, coke pushing controls, underfire stacks, by-pass bleeder flare, Chapter 6
particulate emissions collection and control systems, raw malerials handling operations, raw Chapter 7
materials storage arcas, product handling operations, storage tanks, in-plant vehicles, plant Chapter 8
roads, and parking areas. The facility's particulate, visible emissions are subject to the Chapter 13
restrictions of Chapter 6 of the Rules and Regulations, The facility’s VOC/HAP emissions are Chapter 14
subject to the restrictions of Chapter 8 of the Rules and Regulations. The facility's sulfur Chapter 16
dioxide emissions are subject to the restrictions of Chapter 7 of the Rules and Regulations, Chapter 18
The coke manufacturing operations are subject to (he requirements of NESHAP regulations 40 CFR 61
under 40 CFR 61, 40 CI'R 63, and Chapters 2, 4, 6, and 8 of the Rules and Regulations. All of 40 CER 63
the boilers are subject to the requirements of Chapters 6 and 7 of the Rules and Regulations, 40 CFR 68
Boiler No. 9 is subject to the requirements of NSPS regulation under 40 CER 60 in addition tv | 40 CFR 82
the requirements of Chapters 6 and 7 of the Rules and Regulations. The facility is subject to

payment of the Operating Permit emissions fees of Chapter 16 and to the major source

_Operating Permit requirements of Chapter 18 of the Rules and Regulations.

3 Basis for Permit Al Act 769

This Operaling Permit is issucd based on provisions contained inall existing Rules and Al. Act 612
Regulations, In the event amendments, revisions or additions are made to these Rules and
Regulations, it shall be (he responsibility of the permit holder (hereinafter called the permittee
in this permit) to comply with such new Rules and Regulations. Additions and revisions to the
conditions in this Operating Permit will be made by the Department, if necessary, (o assure that
the Rules and Regulations are not violated.

4 Authority AL Act 769
Nothing in thiy Operating Permit or conditions appended thereto shall negate any authority AL Act 612
granted to this Department or the Health Officer pursuant 10 Alabama Air Pollution Control

Act No. 769 (Regular Session, 197 Yand Act No, 612 (Regular Session, 1982) or any

regulations promulgated thereunder.
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E"' Federally Enforceable General Permit Conditions Regulations

5 Emission Reduction Plan Chapter 4
Upon notification by this Department, the permittee shall submit an Ajr Pollution Emission 18.2.8(b)
Reduction Plan in a format approved by this Department concerning air contaminant emissions
reductions to be taken during declared episodes.

6 Bypass of Control Equipment Prohibited [.12
The permittee shall not bypass, without prior approval from this Department, any air poliution | 18.2.4
control device. The permittee shall not shut down any air pollution control device unless such 18.2.8(a)
shutdown is accompanied by the corresponding shutdown of the respective source that the
device is intended to control.

7 Shutdown of Control Equipment [.12
In the case of shutdown of air pollution control equipment for scheduled maintenance for a 18.2.4
period greater than 24 hours, the intent shall be reported to this Department at least 24 hours 18.2.8(a)
prior to the planned shutdown in accordance with the requirements of Section 1.12.1 of the
Rules and Repulations.

8 Transfer 18.2.6
This permit is not transterable, whether by operation of law or otherwise, either from one 18.13.1(a)(5)
location to another, from one piece of equipment to another or from one person to another
cexcept as provided in Subparagraph 18,13, [(a)(5) of the Rules and Regulations.

9 Compliance Source Emissions Testing 1.9
The Department at any time may require a source emissions test. The methods for such testing | 18.2.5
shall be in accordance with procedures established by 40 CER 51, 40 CFR 60, 40 CER 61, and | 18.2.8
40 CI'R 63, as the same may be amended or revised. 40 CIR 61

40 CFR 63

10 | Notice of Testing 1.9.1
The permittee shall notify this Department in writing at least 60 calendar days prior to the 18.2.5
actual conduction of any source emissions test. This notice shall state the source 1o be tested, 40 CI'R 63
the proposed time of the test, the testing date(s), and the proposed testing methods and
procedures. Refer to 40 CFR 63.7(b).

H Provisions for Testing 1.10.3
The permittee shall provide cach point of emission with samipling ports, ladders, stationary 18.2.5
platforms, and other safety equipment (o facilitate testing performed in accordance with 18.2.8(c)
procedures established by 40 CFR §1, 40 CFR 60, 40 CFR 61, and 40 CER 63,

12 Test Results 18.2.8(c)
The permittee shall submit the results of all emissions tests in duplicate in bound copies (o this | 40 CER 63
Department within a time period specified by this Department; however, not to exceed 4 weeks
trom the test completion date.

13 Operation and Maintenance of Controls 18.2.8(a)
A.The permittee shall equip each particulate matter control device with a pressure 40CER 61

differential measuring device (o measure the pressure drop across the filter media in the
control device. This device shall be installed in a location that is casily accessibie for
inspection by personne! of this Department.

B. Al air pollution control devices and capture systems for which this permit is issued shall
be maintained and operated at all times in a manner 5o as (o minimize the emissions of air
comaminants. Writlen procedures for ensuring that the above equipment is properly
operated and maintained so as to minimize the emission of air contaminants shall be
established and submitted to this Department for approval.

C. The permittee shall conduct routine inspections on all control cquipment. All inspections
results and repair work performed on (he pollution control device shall be recorded. These
records shall be kept in a permanent form suitable for inspection in a format approved by
this Department and shall be retained for 5 years after the date of the record.

40 CFR 63
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Federally Enforceable Gener

al Permit Conditions

Fugitive Dust
The major source permitted herein is subject to and sh
Part 6.2 of the Rules and Regulati

any materials to be handled, trans
Or a road to be used, constructed,

|_Regulations
6.2

all comply with the requirements under 18.2.8(a)

ons. The permittee shall not cause, suffer, allow, or permit
ported, conveyed, or stored; or a building, its appurtenances,

altered, repaired or demolished without taking reasonable

precautions to prevent particulate matter from becoming airborne. Such reasonable precautions
shall include, but not be limited to, the following:

A. Use, where possible, of water or chemicals for control of dust in the demolition of
existing buildings or structures, construction operations, the grading of roads or the
clearing of land;

B. Application of asphalt, oil
and other surface ;

C. Installation and use of hoods, faps, ‘ic fi
enclose and vent the handling of du

employed during sandblasting or ot

St materials. Adequate cont
her similar operations,

The permittee shall not cause or

permit the discharge of visibje fugitive dust emissions beyond
the lot line of the property on wh

ich the emissions originate,

When dust, fumes, g£ases, mist, odorous matter, vapors, or any combination thereof escape
from a building or equipment in such a manner and amount as to cause a nuisance or to violate
any rule or regulation, the Health Officer may order that the building or equipment in which
processing, ] d and ventilated in such a way that
all air and gases and air or gas-borne material leaving the building or equipment are treated by
removal or destruction of air contaminants before discharge 1o the open air.

Monitoring Records

Records of ail required monitoring shall be retained for a period of 5 years from the date of
Mmeasurement including all calibration and maintenance records and all original strip-chart
recordings and copies of ali reports,

Monitoring Reports
Reports of required monitoring shall be submitted to the Department by J
of each year unless notified otherwise. For such semi-a

of demonstrating compliance with any annual rolling averages included in this permit, the
compliance period shall be the 6-months immediately preceding the reporting date. Al
instances of deviations from permit requirements must be clearly identified in such reports. A
responsible official as defined in Paragraph 18.1. L(y) of the Rules and Regulations must sign

1.9
18.5.3(0)(1)(vii)

1.9
18.1.1(y)
18.5.3(c)(1)

40 CER 63

anuary 31 and July 3|
nnual reports required for the purposes

all reports,
Deviations
Deviations from permit requirements s
deviations, including those attribyt
deviations and any corrective actio
Severability
In case of legal challenge 1o
remainder of the permit cone

Compliance

18.5.3(c)(2)

hall be reported within 2 working days of such 40 CFR 63

able to upset conditions, the probable cause of said
05 or preventive measures that were (aken.

18.5.5
any portion or permit condition of this Operating Permit, the
litions shall continue in force.

18.5.6
The major source (permittee) permitted herein must comply with all conditions of the Rules

and Regulations. Noncompliance with a permit will constitute a violation of the Act and the

Rules and Regulations and may result in an enforcement action; including but not limited (o,

permit termination, revocation and reissuance, or modification; or denial of a permit renewa|
application.

Compliance Defense 1857
The permittee shall not use iy

it defense in an enforcement action, that mai
with permit conditions or the T

waining compliance
ules and Regulations would h
the permitied activity.

iave required halting or reducing
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23
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Federally Enforceable General Permit Conditions

I Regulations

Termination for Cause

reissuance or termination, or of 1 notification of a planned change or anticipated
noncompliance will not stay any permit condition,

18.5.8

Property R ights

No property rights of any sort or any exclusive privilege are conveyed through the issuance of
this Operating Permit,

18.5.9

Requests for Information

The permittee shall furnish to the Department within 30 days, or for such other reasonable time
as the Department may set, any information that the Department may request in writing to
determine whether cause exists for modifying, revoking and reissuing, or terminating the
permit or (o determine compliance with the permit. Upon receiving a specific request, the

18.5.10

24

Payment of Fees

The permittee must have paid all fees required by the Rules and Regulations or this Operating
Permit is not valid. Payment of Operating Permit fees required under Part 16.4 of the Rules
and Regulations shall be made on oy before the date specified under Section 16.5.1 of the
Rules and Regulations of each year. Failure to make payment of fees within 30 days of the
specified date shall cause the assessment of a late fee of 3 percent (3% of the original fee) per
month or fraction thereof,

16.4
16.5
18.5.11

25

Economic Incentives

No permit revision shall be required under any approved economic incentives, marketable
permit emissions trading and other similar programs or processes for changes that are provided
for in the Operaling Permit,

i8.5.12

26

Alternative Operating Scenarios

If the permittee has applied for alternate operating scenarios and the Department deems the

alternative operating scenarios identified in the application for this Operating Permit

acceptable, then the permitiee shall:

A. Record the change from one operating scenario to another in a log at the permitted
facility, The recording of the change shall be made contemporancously with the change,
and the log shall contain the scenario under which the facility is currently operating,

B. Ensure that terms and conditions of each alternative operating scenario meel all of the
requirements of this Operating Permit, as wel] as, the Rules and Regulations.

18.5.13

2

Trading of Emissions Increases and Decreases

If specifically requested by the applicant (permittee), the Departinent may authorize the trading
of emissions increases and decreases in the permitted facility solely for the purposes of
complying with a federally enforceable emissions cap that is established in the permit
independent of otherwise applicable requirements, to the extent that the applicable
requirements provide for trading such increases and decreases without 1 case-by-case approval
of each emissions trade. The terms and permit conditions in the Operating Permit shalj comply
with the requirements in Section 18.5.14 of the Rules and Repulations.

18.5.14
Appendix IF

Changes

Certain changes (per Section 50?2 (B)(10) of the Act) can be made 1o this Operating Permit
without a revision if no madification as defined in the Rules and Regulations would oceur and
the changes do not exceed the emissions allowed under (his permit provided that a notice js
sent 1o the Department 7 days in advance of the change.

18.13.2
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No. Federally Enforceable General Permit Conditions Regulations
29 Entry and Inspections ) 18.2.9(d)
The permittee shall allow the Department, ADEM, EPA, or authorized representative upon 18.7.2
presentation of credentials and other documents that may be required by law to conduct the
following:

conditions;
C. Inspect at reasonable times any facilities, equipment, practices or operations required by
the perniit; and
D. Sample or monitor at reasonable times substances or parameters for the purpose of
assuring compliance with the permit or other applicable requirenients,
30 | Compliance Certification 18.4.9
A compliance certification shall be submitted annually within 30 days of the anniversary of the | 18.7 ]
initial issue date, The permittee shall provide a means for monitoring the compliance of its ajr 18.7.5(c)
pollution sources with the emissions limitation, standards and work practices listed or 18.7.5(d)
referenced within this permit. 18.7.5(e)
A. The compliance certification shall include the following:
I. The identification of each term or condition of this permit that is the basis of the
certification;
2. The compliance status;
3. Whether compliance has been continuous or intermittent;
4. The method(s) used for determining the compliance status of the source, currently and
over the reporting period consistent with the Rules and Regulations; and
5. Such other facts as the Department may require to determine the compliance status of the
source,
B. The compliance certification shall be submitted to the following 2 agencies:

Jefferson County Department of Health EPA Region IV
Air and Radiation Protection Division Air & EPCRA Enforcement Branch
P.O. Box 2648 61 Forsyth Street SW
P Birmingham, AL 35202-2648 Atlanta, GA 30303-8909
31 Reopening for Cause 18.13.5

Under any of the following circumstances, this Operating Permit wil] be reopened prior 1o the

expiration of the permit:

A. Additional applicable requirements under the Clean Air Act become applicable to the
permitiee with a remaining permit term of 3 or more years. Such a reopening shall be
completed not later than 18 months after promulgation of the applicable requirements. No
such reopening is required if the effective date of (he requirement is later than the date on
which this permit is due 10 expire.

B.  Additional requirements (including excess emissions requirements) become applicable o
an affected source under the acid rain program. Upon approval by the Administrator,
excess emissions offset plans shall be deemed to be incorporated into this permit.

C. The Department, ADEM, or EPA determines that this permit contains a material mistake
or that inaccurate statements were made in establishing the emissions standards or other
terms or conditions of this permit,

. The Administrator, ADEM, or the Department determines that this permit must be revised

[ or revoked 1o assure compliance with (he applicable requirements, | ]
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Federally Enforceable Genral Permit Conditions f Regulations I
Emergencies

A. An "emergency” means any sitwation arising from sudden and reasona
events beyond the contro] of the source, incfuding acts of God, which situation requires
immediate correctjve action to restore normal operation, and that causes the source to
exceed a technology-based emissions limitation under the Operating Permit, due 1o
unavoidable increases in emissions attributable to the emergency. An emergency shall not

include noncompliance to the extent caused by improperly designed equipment, lack of
preventative maintenance, careless or impro

B. Exceedances of emission limits during emer

18.11.2

ble unforeseeable

2. At the time of the emergency, the permitted facility was being properly operated;

3. During the period of the émergency, the permittee took all reasonable steps to
minimize

levels of emissions that e
the Operating Permit;

4. The permitice submited notice of the emergency to the He
working days of the time when the emission limitations we
emergency. Such notice shall include those devi
conditions as
defined in the permit, the probable cause of sajd deviations, and any corrective
actions or preventative measures that were taken, Within 5 working days of the
emergency, & written documentation of what was reported in the notice of the
emergency shall be submitted to the Department: and

5. The permittee immediate] ¥ documented the cmergency exceedance in an
"Emergency Log," which shall be maintained for § years in a form suitable for
inspection upon request by a representative of the Department.

C. This provision is in addition to any emergency or upset provision contained in any
applicable requirement,

D. An emergenc constitutes an affirmative defense.

Nothing in this Operatin Permit Shall Alter or Affect the following-

A. The provisions of Section 303 of the Act (emergency orders), including the authority of
the Administrator under that Section;

B. The liability of an owner or operator of a source for any violation of
requirements prior to or at the time of permit Issuance;

C. The applicable requirements of the acid rain program, consistent with Section 408(a) of
the Act: or

D. The ability of EPA 1o obtain information from a source pursuant to Section | 14 of the Act.
Duration, Expiration, and Renewal of Operating Permit

A source’s right to operate shall terminate upon the expiration of this Operating Permit unless 4
timely complete renewal application has been submitted at least 6 months, but not more than

I8 months, before the date of expiration or the Department has taken fina) action approving the
source's application for renewal by the expiration date. The expiration date of this Operating
Permit is printed on the first page of the permit. Major Source Operating Permits are issuecl for

a fixed period of 5 years except as provided under Paragraph 18.5.2(b) of ihe Rules and
Regulations,

Display and Availability of Permit
The permittee shall keep this Operating Permit under file or on display at
where the source is located and shall make the permit avail
bersons who mity request to see i

xceeded the emission slandards, or other requirements in

alth Department within 2
re exceeded due 1o the
ations attributable to upsel

18.10.3

applicable

18.2.2
all times at the site
able for inspection by any and alt
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Federally Enforceable General Permit Conditions

] Regu!ationﬂ

@.

Minor Permit Modifications
—or rermit Modifications

Minor permit modifications procedures may be used only for those permit modifications that:

A. Do not violate any applicable requirement;

B. Do not involve significant changes to existing monitoring, reporting, or recordkeeping
requirements in the permit:

C. Do not require or change a case-by-case determination of an emission limitation or other
standard, or a source-specific determination for temporary sources of ambient impacts, or
it visibility or increment analysis;

D. Do not seek to establish or change a permit term or condition for which there is no
corresponding underlying applicable requirement and that the source has assumed to
avoid an applicable requirement 1o which the source would otherwise be subject. Such
terms and conditions include:

I. A federally enforceable emissions cap assumed to avoid classification as a
Modification under any provision of title I of the Act; and

2. An alternative emissions limit approved pursuant to regulations promulgated under
section [ F2(i)(5) of the Act.

E. Are not modifications under any provision of title I of the Act; and

F. Are not required by Part 18.12 of the Rules and Regulations (o be processed as a

significant modification. '

18.13.3

37

Acceptance of Permit

The permitiee is required to bring the operation of a source within (he standards of Paragraph
18.2.8(a) of the Rules and Regulations. Commencing construction or operation of the source
shall be deemed acceptance of all conditions specified. An Operating Permit with revised
conditions may be issued upon receipt of a new application if the permittee demonstrates that
the source can operate within the standard of Paragraph 18.2.8(a) of the Rules and Regulations
under the revised conditions.

18.2.4
18.2.8(a)

38

Construction Not In Accordance with Applications

If the source permitted herein has not been constructed in accordance with the Operating
Permit application and if the changes noted are of a substantial nature in that the amount of air
contaminants emitted by the source may be increased or in that the effect is unknown, then the
Operating Permit shall be revoked. No further application for an Operating Permit shall be
accepted until the source has been reconstructed in accordance with the Operating Permit or
until the permittee has proven to the Department that the change will not cause an increase in
the emission of air contaminants.

18.2.4(e)

39

Revocation of Operating Permit

This Operating Permit may be revoked for any ol the following reasons:

A, Failure 1o comply with any condition of the Operating Permi;

B. Failure to establish and maintain such records, make such reports, install, use and
maintain such monitoring equipment or methods; and sample such emissions in
accordance with such methods at such locations, intervals and procedures as may be
prescribed in accordance with Section 1.9.2 of the Rules and Regulations;

C. Failure to comply with any provisions of any Departmental Administrative Order issued
concerning the permitted stationary source or facility;

D. Failure to comply with the Rules and Regulations; or

E. For any other cause, after a hearing which establishes, in the Judgement of the
Department, that continuance of the Operating Permit is not consistent with the purpose of
the Act or the Rules and Regulations.

1.9.2
18.2.9
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L Federally Enforceable General Permit Conditions

| Regulations

Duty to Supplement or Correct an Application

The permittee shall submit any additional information to the Department to supplement or
correct an application promptly after becoming aware of the need for additional or corrected
information. The permittee must supply to the Department additional information concerning
any new requirements, which have become applicable after a complete application has been
filed but before a draft permit is released,

18.4.7

revised, Where applicable, the Federal MACT Stndards will supersede Department
requirements upon promulgation,

Permit Shield 18.10
If the permittee has requested a permit shield in the permit application and the Department has | 8. 13.3(F)
granted the permit shield, the permit shield under Part 18.10 of the Rules and Regulations shall
Dot extend to minor permit modifications,
Significant Modifications 18.4
Maoadifications that are significant modifications under the PSD (Part 2.4) or nonattainment 18.13.4
(Part 2.5) regulations or are modifications under the NSPS (40 CER 60) or NESHAPS (40 18.15
CER 61 & 63) regulations must be incorporated in the Operating Permit using the requirements
for sources initially applying for an Operating Permit, including those for applications, public
participation, review by affected States, review by ADEM, and review by EPA, as described in
Parts 18.4 and 18.15 of the Rules and Repulations.
Schedule of Compliance . 18.4.8(h)
A. The permittee shall continue to comply with the applicable requirements with which the 18.7.3
company has certified that it js already in compliance.
B. The permittee shall comply in a timely manner with applicable requirements that become
effective during the term of this Operating Permit.

44 Progress Reports 18.4.8(h)
If any air pollution source owned or operated by the permittee is not in compliance with the 18.7.4
emissions limitations, standards and work practices listed or referenced within this permit, the
permitice shall submit a progress report for that air pollution source, The first schedule of
compliance shall be submitted within 3 months after the Operating Permit issuance date oy
within 3 months of the permittee or Department determining that the air pollution source is not
in compliance. Subsequent reports shall be submitted every 6 months following the injtial
report. The progress reports shall contain the following:

A. Dates for achieving the activities, milestones, or compliance required in the schedule
of compliance, and/or dates when such activities, milestones or compliance were achieved,
B. An explanation of why any dates in the schedule of compliance were not or will not be
met, and any preventive or corrective measures adopted.

45 | Abatement of Obnoxious Odors 6.2.3
This Operating Permit is issued with the condition that, should obnoxious odors arising from
the plant operations be verified by Department inspectors, measures to abate the odorous
emissions shall be taken upon a determination by this Department that these measures are
technically and economically feasible,

46 | New Air Pollution Sources 2]

A new permit application must be made for new sources, replacements, alterations, or design 18.4.2
changes which may result in the issuance of, oran increase in the issuance of, air contaminants, | 18.13.3
or the vse of which may eliminate or reduce or control the issuance of air contaminants. 18.13.4

40 CFR 63

47 | Maximum Achicvable Control Technology Standards (MACT) 2,13
‘The permittce shall be subject to and comply with any or all future Federal MACT Standards 14.5
that may apply to this facility immediately from the effective date of the standards. The 18.4.8(h)(3)
permittee shall notify the Department in writing within 2 working days of becoming subject to | 18.7.6
a federal MACT standard pursuant to Section [12 of the Act, as the same may be amended or | 40 CER 63

Act TI2(i)3)
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No. Federally Enforceable General Permit Conditions Regulations |

48 | Prevention of Accidental Releases 112 (1)

If the permittee has any substance listed pursuant to Paragraph 3 of Section | 12(r) stored 40 CFR 68
within the facility permitted herein, the permittee shall comply with the requirements of

Section 112(r) of the Act to prevent accidental releases of any substance listed pursuant to

Paragraph 3 of Section | [12(r), as the same may be amended or revised, or any other extremely

hazardous substance.

49 | Housekeeping Requirements 2.1.3
The permittee shall not cause or allow the disposal of waste VOC/HAP materials in sewers, 2.1.1(g)
open containers, or in any manner that would result in vaporization 1o the atmosphere.

50 | Title VI Requirements (Refrigerants) 18.1.1(e)(10)

Any facility having appliances or refrigeration equipment, including air conditioning 18.1.1(w)(4)
equipment, which use Class [ or Class I ozone-depleting substances such as 40 CFR 82
chlorofluorocarbons and hydrochlorofluorocarbons listed as refrigerants in 40 CFR §2,
Subpart A, Appendices A and B, shall service, repair, and maintain such equipment according
to the work practices, personnel certification requirements, and certified recycling and
recovery equipment specified in 4() CER 82, Subpart F.

A. No person shall knowingly vent or otherwise release any Class [ or Class 11 substance into
the environment during the repair, servicing, maintenance, or disposal of any such device
except as provided in 40 CFR 82, Subpart F.

B. The responsible official shal] comply with all reporting and recordkeeping requirements of
40 CFR 82.166. Repoits shall be submitted 1o the EPA and the Department as required.

51 Asbestos Demolition and Renovation 14.2.12
Asbestos demolition and renovation activities are subject to the National Emission Standard 40 CER 61
for Asbestos in 40 CFR 61, Subpart M. To determine the applicable requirements of the
standard, the permittee shall inspect the affected part of the facility permitted herein where the
demolition or renovation operation will occur for the presence of asbestos, including Category
Land Category II nonfriable asbestos containing materials, prior to commencement of the
demolition or renovation operations. The permittee shall comply with all applicable sections of
the standard, including notification requirements, emission control and waste disposal
procedures. The permittee shall ensure that anyone performing asbestos related work at the
facility permitted herein is trained and certified according to the ADEM's regulations for
Asbestos Contractor Certification.

52 Notification of Violations 2.1.01(g)
‘The permittee shall submit a report to the Department within 2 working days after determining | 2.1.3
any deviations, violations or malfunctions of emissions or production permit restrictions and 18.5.3(c)(2)
any Rule or Regulation, The report shall include the probable cause of the deviation, violation
or malfunction and the corrective actions or preventive measures taken,

53 Applicability of Subpart A of 40 CFR 60 (NSPS Requirements) 40 CEFR 60
The general provisions in Subpart A of 40 CFR 60 are applicable to the facility permited
herein affected by the NSPS requirements in 40 CFR Parts 60.

54 Applicability of Subpart A of 40 CFR 61 and 63 (NESHAP Requirements) 40 CER 61
The general provisions in Subpart A of 40 CER 61 and 40 CIR 63 define requirements 40 CFR 63
applicable to the facility permitted herein affected by the applicable NESHAP requirements in
40 CER Parts 61 and 63.

55 Work Practice Plan (NESHAP Requirement) 40 CFR 63
The permittee shall submit a writien work practice plan to the Department for review and 63.306
approval as part of the permit application for the Title V Major Source Operating Permit,

56 Recordkeeping Requirements (NESIHAP Requirement) 40 CI'R 63
The permitiee musi comply with the tollowing recordkeeping requirements
as required by Section 62.10(b) of the general provisions in Subpart A of 40 CFR 63,

L including all notifications and reports,
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2.1.3
8.26
40 CFR 6
40 CFR 63

A. For each battery, the total quantity in tons per year of raw materials coke and/or breeze
charged, and any other material;

B. For each battery, the total quantity in tons of coke produced; specify amounts in tons for
both furnace and foundry;

C. For each battery, the tota| Quantity in tons of coke oven underfire gas combusted:

D. Foundry and furnace coking times (in hours);

E. Amount of coke oven gas flared;

E. For each of the boilers Nos. 7,8, and 9, where applicable, the amounts of coke oven gas and
natural gas combusted;

G. For all battery components types (lids, offtakes, & doors), the annual average leaking
percenlages;

H. Regarding coal handling, in addition to the number of exccutions performed for each of the
indicated processes, the total amounts in tons processed:

- Ioading/unloading.
- conveyor transfer,
- crushing transfer, and
- emissions contro) features;
[. Regarding coke (furnace and foundry) handling, in addition 1o the number of executions
performed for each of the indicated processes, the total amounts in tons processed:
- loading/un!ozlding.
- screening,
- conveyor transfer,
- emissions control features;

J. Regarding coal/coke storage piles, for each pile, the acres of storage and the number of

active days, Indicate whether pile is coal or coke. Specity any emissions control features.

K. For vehicular traffie, for cach equipment type (e.g., light truck, forklift, dump (ruck, front
cnd loader, six-whee| vehicle contract coallcoke lrucks), list the foIlowing:

- loaded and unloaded weights (tons),

- number of wheels per equipment types,

- vehicle miles traveled one way,

- silt comtent percentage of unpaved road,

- road silting (g/m2),

- number of days with/precipitation above 0.0] inches, and
- surfactant usage (gal/sq. yard/mo.);

L. For the each CIMISSIons unit Lype associated with the by-producis recovery facility (tar
decanters, tar storage tanks, tar-intercepting sumps, flushing liquor circulation tanks, light-
oil sumps, light-oil condensers, light-oil decanters, wash-oil decanters, wash-oil circulation
tanks, naphthalene processing, final coolers, final cooler cooling towers, benzene storage
tanks, BTX storage tanks, light-oil storage tanks, excess ammonia-liquor storage tanks,
pumps, valves, exhausters, pressure relief devices, sampling connection systems, closed-
vent systems, open-ended vilves or lines, flanges, and other connectors, all of which are
intended to operate in VOC or benzene service), list the number of emissions unit Lypes.

M. The quantity of all of the following fuels combusted and assign actual usage of fuels to the
emissions unit where combusted:

1. Coke Oven Gas in million cubic feet, and
ii. Natural gas in million cubic feet;

N. Tor each battery, the total number of ovens not captured during pushing; and

0. The actual emissions of all regulated air pollutants as defined jn Chapter 18

of the Rules and Regulations including all individual HAP emissions. The emissions shall

be assigned 10 the emissions unit where the emissions occurred. Fugitive emissions shall

be inchuded in (he report. The fugitive emissions shall include paved and tnpaved road

dust emissions. ‘I'he vehicle miles driven on the paved and unpaved roads shall be included.
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58 Emission Factor Utilization

Jefferson County Department of Health
Settlement Agreement shall be utilized
Coke and approved in advance by the J
| | UsEPA.

Regarding future Title V emissions, ABC Coke shall utilize emission factors for coke
production as listed in the Settlement Agreement (CV 0001852) entered into between the

and ABC Coke (May 1, 2000). Table | of the
until more accurate data is made available by ABC
efferson County Department of Health and/or the
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 001
Company: ABC Coke
Source Description: 174 MMBTU/Hr Nebraska Designated Boiler No. 9 (This boiler is subject 1o

NSPS, Subpart Db, Standards of Performance for Industrial-Commercial-Institutional
Steam Generating Units)

Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable ,
Standard

Visible Emissions (VE) | 20 % Opacity Section 6.1. ]

Particulate Matter (PM) 24.81 Ib/hr Section 2,1.3

Sulfur Dioxide (SO2) 1.20 IVMMBTU of Heat Input Subpart Db

Sulfur Dioxide (SO2) 193.30 Ib/hr . NSR

Carbon Monoxide (CO) NA NA

Volatile Organic Compounds NA NA

(VOC)

Pollution Control Device: None

Continuous Emission Monitors: NO,, and O, or CO,

Continuous Compliance Determiner: Daily Recordkeeping of Fuel Combusted

Maximum Ieat Input Restricted to 174 MMBTU/Mour

Coke Oven Gas Restricted (0 5957 MMCF/year for Boilers 7, 8, 9. and
the Flare

Restricted 1o Coke Oven Gas/Natural Gas Combustion

Tide V Monitoring: Daily Visible Emissions Observation of Boiler Stack
Daily Fuel Combustion Metering (+ 1% Accuracy)
Monthly Sampling & Testing of Fuel Sulfur Content (COG)
Monthly Sampling & Testing of Fuel Heat Content (COG)

EPA Reference Test Methods: 1,2,3,4,5,6C,7,7E, 9, 10, 18,25, 25A of 40 CFR 60, Appendix A
Reporting Requirements: Permit Condition Nos. 14 and |7
Applicable Regulations: Sections 2.1.3, 6.1.1 and 7.1.1

Parts 6.3 and 18.5
Chapters 2, 6,7, 16 and 18
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[ﬂo. Permit Conditions for Emissions Unit No. 001 Regulation

Section 1 - Applicability

1 Applicability 213
The Emissions Unit, 174 MMBTU/hour boiler, permitted herein shall include any 6.1
equipment, device, or contrivance and all appurtenances thereto, including ducts, 6.3
breechings, fuel-feeding equipment, ash removal equipment, combustion controls, stacks 7.1
and chimneys, and the combustion fuels used. The emissions unit is subject to Part 6.1, Chapter 18
entitled “Visible Emissions,” of the Rules and Regulations. The emissions unit is subject
to the particulate emission rate allowed under Part 6.3, entitled “Fuel Burning Equipment,”
of the Rules and Regulations. The emissions unit is subject to Part 7.1, entitled “Fuel
Combustion,” of the Rules and Regulations. The emissions unit is subject to Chapter 18 of

'_ the Rules and Regulations.

Section 2 -- Emission, Equipment or Production Requirements and Limitations

2 Subpart Db 2.1.3
The Emissions Unit 001 permitted herein is subject to the requirements as listed in Subpart | 6.1.1
Db (Standards of Performance for Industrial-Commercial-Institutional Steam Generating 18.5
Units) 40 CER60. 40 CIR 60

3 Visible Emissions Restriction 2.13
The Emissions Unit permitted herein is subject to and shall comply with the requirements | 6.1.1
under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” of the Rules | 18.5
and Regulations. The permittee shall not cause or allow the discharge into the atmosphere
from the emissions unit permitted herein any air contaminant of an equivalent opacity
greater than that designated as 20% opacity, as determined by a 6-minute average; except,
during one 6-minute period in any 60-minute period, the permittee may discharge into the
atmosphere any air contaminant of an cquivalent opacity not greater than that designated
a5 40% opacity. Compliance with the opacity standard in this condition shall be -
determined by conducting observations in accordance with Reference Methad 9 in
Appendix A of 40 CI'R 60,

4 Subpart Db-Opacity Monitor Waiver 40 CFR 60,
The emissions unit is subject to the opacity standard promulgated at 40 CER 60, 60.43b(f) Subpart Db

and an opacity monitoring requirement promulgated at 60.48b(a) of 40 CER 60. As an
alternative to installing, certifying, operating, and maintaining a continuous opacity
monitoring system (COMS), the permittee shall perform daily visible emission
observations to satisfy the opacity monitoring requirements in Subpart Db. The
conduction of visible emission observations shall be an acceptable alternative 1o a COMS
under the following conditions:

A. The permittee shall make visible emission observations in accordance
with EPA Method 22 on a daily basis. The minimum observation time
shall be 20 minutes per day;

3. If any visible emissions are detected during the Method 22 abservation
period, the permittee shall make 20 minutes of: additional observations
using EPA Method 9;

C. If any individual 15-second Method 9 readings exceed 20% opacity, the
permittee shall continue making readings until the opacity either drops
below 20% for 8 consecutive 15-second readings or a violation of the
subpart opacity limit is confirmed: and

D. When violation(s) of the applicuble apacity standard are identified, the
permittee shall take immediate steps (o identify the cause of the violation
and bring the boiler back into compliance.
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E

Particulate Emissions Restriction
The Emissions Unit permitted herein is subject to and shall comply with the particulate

emission rate restriction that is allowed under Part 6.3, entitled “Fuel Burning Equipment,”
of the Rules and Regulations. The permittee shall not cause or allow the emissions of
particulate matter from the fuel-burning equipment permitted herein in excess of 0.142
pounds per million BTU of heat input (at 174 MMMBTU/hr) as determined by EPA
Reference Method 5 of Appendix A of 40 CER 60, July 1, 2008, as the same may be
amended or revised. For Title V monitoring requircments, the permittee shall demonstrate
compliance with this emission limit by certifying to the Department in writing that only
coke oven gas and natural gas is combusted in the emissions unit. This written certification
shall be submitted biennially,

213
6.3
18.5

Sulfur Oxides Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the sulfur oxide
emission rate restriction that is allowed under Section 7.1.1 of the Rules and Regulations.
The permittce shall not cause or allow the emissions of sulfur oxides, measured as sulfur
dioxide, from the fuel-burning equipment permitted herein in excess of 1.2 pounds per
million BTU of heat input as determined by EPA Reference Method 6C of Appendix A of
40 CFR 60, July 1, 2008, as the same may be amended or revised. For Title V monitoring
requirements, the permittec shall collect monthly samples of coke oven gas and analyze
the coke oven gas for sulfur content by weight. The permittee shall also determine the heat
content of the coke oven gas sampled. The emissions unit is restricted to combusting coke
oven gas and natural gas.

Combustion Fuel Restriction
The Emissions Unit permitted herein is restricted to combusting coke oven gas/natural gas.
This restriction shall be demonstrated by recording and maintaining a record of the amount
(within + 1% accuracy) of each fuel combusted each calendar day.

2.13
18.5

Heat Input Restriction

The Emissions Unit permitted herein shall not exceed 174,000,000 BTUs per hour of heat
input. This restriction shall be demonstrated by recording and maintaining a record of the
amounts (within & 1% accuracy) of fuel combusted and time operated each calendar day.

2.1.3
I8.5

New Source Review Combustion Fuel Restriction

The permittee shall not cause or allow the Emissions Unit Nos. 001, 020, 019, and 03]
(Boiler Nos. 7, 8, 9, and Flare) to exceed combusting 5,957 million (MM) cubic feet per
year of coke oven gas in any 12-month period based on an annual rolling average as
defined in Part 1.3 of the Rules and Regulations. This restriction shall be demonstrated by
recording and maintaining a record of the amount (within + 19 accuracy) of each fuel
combusted in each boiler and time each boiler operated per calendar day,

2.1.3
18.5

Section 3 -- Compliance and Performance Test Methods and Procedures

Regulation

Test Methods and Procedures
The permittee shall determine compliance with the particulate emissions, sulfur oxide
emissions, and visible emissions restrictions of this permit by the following EPA’s
reference methods under 40 CIR 60, Appendix A, July 1, 2008, as the same may be
amended or revised:

Mecthod 1: Sample and Velocity Traverses

Method 2: Determination of Stack Gas Velocity and Volumeltric Flow Rate

Method 3: Gas Analysis for Carbon Monoxide, Oxygen, Excess Air, and Dry M. W,
Method 4: Determination of Moisture Content in Stack Gases

Method S: Determination of Particulate Emissions

Method 6C: Determination ol Sulfur Dioxide Emissions

Method 7: Determination of Nitrogen Oxide Emissions

Method 9: Visual Determination of the Opacity of Emissions

Tutwiler Methad: Sulfur Content (H2S, hydrogen sulfide) in Gas Mixtures
Calorimeter: Determination of Heat Content of Fuels in BTU per Cubic oot

213
40 CFER 60
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[ Section 4 — Continuous Emission Monitoring -CEMS

Subpart Db-CEMS

The permittee shall install, calibrate, maintain, and operate CEMS for measuring NO,
concentrations and either O, or CO, and shall record the output of the system in
accordance with Section 60.48b of the subpart.

40 CFR 60
Subpart Db

Section 5 -- Recordkeeping and Reporting Requirements

NSPS Notification, Reporting. and Recordkeeping Requirements
Where applicable, the permittee shall comply with the notification, reporting, and
recordkeeping requirements of Subpart Db of 40 CER 60,

40 CFR 60,
Section 60.49b

Startup, Shutdown, and Malfunction Records
The permittee shall maintain records of the occurrence and duration of any startup,
shutdown, or malfunction in the operation of the permitted unit herein,

2.3
18.5.3

Combustion Fuel Restriction Records

In accordance with the combustion fuel restrictions listed in this permit, the permittee shall
keep a monthly record of the amount (within £ 1% accuracy) of each fuel combusted and
the time of operation per calendar day for the permitted unit herein,

2.1:3
18.5.3

Department Required Annual Report Requirement
The permittee shall submit by February 10th of each calendar year to this Department an
annual summary report for the previous calendar year in a format approved by this
Department of the following production information of the emissions unit permitted
herein:
A. The actual hours of operation. The record of operational hours shall differentiate
combusting coke oven gas and natural gas.
B. The actual emissions (point and fugitive) of all regulated air pollutants
as defined in Chapler 18 of the Rules and Regulations;
C. The quantity of coke oven gas and natural gas burned in million cubic
Feel; and
. The average monthly total sulfur content and heat content of the coke oven gas.

1.5.15
2:1.3
18.5.3
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Emissions Unit No.
Company:

Source Description:

Operating Schedule:

Emissions Unit Operating Permit Summary
002
ABC Coke

Coke Oven Battery No. 6

Page 20

Charging, Coking, Soaking, Oven Doors, Lids, Offtake Systems, Collecting Mains,

Bleeder Flares, and Emergency Bleeder Flares

24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: COG

Pollutants Emitted:

Pollutant

Regulatory Emission Limit

Applicable Standards

| Visible Emissions (VE)

20% Opacity

Part 6.1

Visible Emissions (VE)

20% Opacity — Charging

Section 6.9.3

Coke Battery Emissions

4.0% leaking coke oven doors for each short by-product coke
oven battery

0.4 % leaking topside port fids

2.5 % leaking offtake systems

12 seconds of visible emissions per charge

40 CFR 63

Particulate Emissions

15% leaking coke oven doors
5 % leaking topside port lids
10 % leaking offtake systems

Part 6.9

(HAP)

flare venting to atmosphere with a minimum of 98%
destruction control

Visible Emissions (VE) No visible emissions from emergency bypass/blecder stack 40 CFR 63
Hazardous Alr Pollutants flares, except for periods not to exceed atotal of 5 minutes

| (HAP) during any 2 consecutive hours
Hazardous Air Pollutants Installation and operation of 4 emergency bypass/bleeder stack | 40 CI'R 63

Volatile Organic
Compounds (VOC)

95 % removal of VOC from coke oven gas bleeder (venling
surplus COG) control system prior to discharge to the
atmosphere

Part 8.27

Hazardous Air Pollutants

\il IAP)

Charging, soaking, oven doors, lids, offtake systems, collecting
mains, emergency bleeder flares

40 CIFR 63 LAER
Extention Track,
Subpart CCCCC

Pollution Control Device:
Continuous Emission Monitors:

EPA Reference Test Methads:

Reporting Requirements:

Applicable Regulations:

Flares

None

Sec Section 5, herein

Method 9, Method 22, Method 303, Appendix A (40 CER 60)

Section 1.5.15, Section 2.1.3, Parl 6.1 » Seetion 6.9.3, Section 6.9.5,

Section 6.9.6, Part 6.9, Part 8.27, Section 18.5.3
40 CER 63

» Part 18.5, 40 CER 60,




ABC Coke
Permit Number 4-07-0001-02

Page 21

m:. Permit Conditions for Emissions Unit No. 002

Regulation

Secction 1 — Applicability

1 Apgllicabiliw _
Visible Emissions Restriction
The Emissions Unit No. 002 permitted herein is subject to and shall comply with the

info the atmosphere any air contaminant of an equivalent opacity not greater than that

determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CER 60, July 1, 2008, as the same may be amended or revised,

requirements under Section 6. 1. I, “Visible Emissions Restrictions for Stationary Sources,”
of the Rules and Regulations. The permittee shall not cause or allow the discharge into the
atmosphere from the emissions unit permitted herein any air contaminant of an equivalent
opacity greater than that designated as 20% opacity, as determined by a 6-minute average;
except, during one 6-minute period in any 60 minute period, the permittee may discharge

designated as 40% opacity. Compliance with the opacity standard in this condition shall be

6.1
8.5
40 CFR 60

3]

Subpart I

The Emissions Unit No. 002 herein is subject to the requirements as listed in Subpart L
(National Emissions Standards for Hazardous Air Pollutants for Coke Ovens) of Part 63 of

40 CER 63,
63.300

Title 40 of the Code of Federal Regulations.

Practice Standards

Section 2 — Emission, Equipment, Production Requirements, Limitations and Work

3 Control of Particulate Matter

under Part 6.9, “Control of Particulate Emissions — Coke Ovens," of the Rules and
Regulations.

Emissions Unit 002 permitied herein is subject o and shall comply with the requirements

6.9

4 Coke Qven Gas Bleeder (Venting Surplus COG)
Lzach coke oven gas bleeder shall be equipped with a closed vent system capable of
capturing and transporting excess £45 0 a control device. All coke oven gas from the

their design specifications. Closed vent systems shall be monitored o determine

requested by the Health Officer,

closed vent system shall be passed through the said control device which removes at least
95% percent of the VOC from such gas before it is discharged 10 the atmosphere. Qwner
or operators of control devices used to comply with this requirement shall monitor/test

such control devices to ensure that they are operated and maintained in conformance with

compliance with no detectable emissions, as indicated by an instrument reading of less
than 500 ppm above background, and, by visual inspections, quarterly, and at other times

8.27

5 Percent Leaking Door Restriction
The number of doors leaking as determined pursuant to Method 303 (standards for

doors ovens in operation.

compliance date extension) shall not exceed 4.0% on a 30-day rolling average basis. In
addition, at any given time, the number of doors leaking shall not exceed 15 % of the total

6.9.6
40 CI'R 60
40 CFR 63

6 Percent Leaking Lids Restriction

total lids on ovens in operation.

The number of topside lids leaking as determined pursuant 10 Method 3073 (standards for
compliance date extension) shall not exceed 0.4% on a 30-day rolling average basis. In
addition, at any given time, the number of topside lids Jeaking shall not exceed 5% of the

6.9.5
40 CFR 60
40 CFR 63

% of the total ofltake systems on ovens in operation,

In addition, at any given time, the number ol offtake systems leaking shall not exceed 10

7 Percent Leaking Offtake System Restriction 6.9.5
The number of offtake system leaking as determined pursuant o Method 303 (standards 40 CIER 60
for compliance date extension) shall not exceed 2.5% on a 30-day rolling average basis. 40 CFR 63

8 Charging Visible Emissions Time Restriction
There shall be no more than 12 seconds of visible emissions per charge as delermined
pursuant to Method 303 on a 30-day rolling average basis,

40 CI'R 63
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Charging Visible Emissions Opacity Restriction 6.9.3

AL any time, there shall be no visible emissions during the charging cycle from charging
holes or the larry car of any battery with an opacity which is greater than 20% except for

pursuant to Method 22 of 40 CFR 60. The procedures of Subpart L, including data
collected by Method 303, are consistent with the State Implementation Plan (S1P) for
visible emissions opacity observations and can be used to enforce the SIP. Therefore, the
inspection conducted using Method 303 will be used by this Department for compliance
assurance with Section 6.9.3 of the Rules and Regulations,
10 Emergency Bypass/Bleeder Flares Emissions Limitation 40 CFR 60
There shall be no emissions from any cmergency bypass/bleeder flarcs, except for periods | 40 CFR 63
notto exceed a total of 5 minutes during any 2 consecutive hours. Compliance with this
requirement shall be determined by using Method 22 in Appendix A of 40 CFR 60 with ian
observation period of 2 hours.
Subpart L — Standards for Collecting Mains
A The owner or operator of 4 by-product coke oven battery shall inspect the
collecting main for leaks at least once daily according to the procedures in
Method 303,
B. The owner or operator shall document any leak observed, and implement a
collecting main repair within the time period allowed by the subpart.
Subpart I - Work Practice Standards 40 CFR 63,
The work plan required to be submitted, implemented and adhered to in accordance with 63.306, 63.307,
63.300 of Subpart L. of 40 CFR 63 shall be implemented and adhered o on a continuous and
basis. The plan shall be designed (o achieve compliance with visible emission limitations 63.309(h)(2)
for coke oven doors, topside port lids, offtake systems, and charging operations.
3 Subpart I, — Implementation of Work Practice Plans 40 CFR 63,
The owner or operator of a coke oven battery subject to visible emissions limitations shall 63.306
implement the provisions of the work practice plan pertaining to a particular emission
point following the second independent exceedance of the visible emissions limitation for
the emission point in any consecutive G-month period.

Subpart I, - Start-Up, Shutdown. and Malf’unctiqn._‘;(S_SM_) 40 CPR 63,
Each owner or operator of a coke oven battery shall develop, according to 63.310(c) of 40 Paragraph
CER 63, a writen startup, shutdown, and malfunction plan that describes procedures for 63.31003)

operating the battery, including associated air pollution control equipment, during a period
of a startup, shutdown, or malfunction in a manner consistent with good air pollution
control practices for minimizing emissions, and procedures for correcting malfunctions
process and air pollution control cquipment,

If the owner or operator demonstrates, (o the satisfaction of the Administrator, that »
startup, shutdown or malfunction has occurred, then an observation oceurring during such
startup, shutdown or malfunction shall not:

Al Constitute a violation of relevant requirements of this subpart; and
3. Be used for in any compliance determination under Section 63.309 of 40 CI'R 63
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Subpait L. - Notification of Start-Up, Shutdown, and Malfunction (SSM)
In order for provisions of 63.310(i) of 40 CFR 63 to apply with respect to an observation
fora particular day, notification of a startup, shutdown, or a malfunction shall be made by
the owner or operator:
A. If practical to the certified observer, if present during the occurrence; or
To the enforcement agency, in writing within 24 hours of the occurrence
B. Within 14 days from the notification as contained within condition 2 of this
emissions uni, describing in detail the startup, shutdown or malfunction

40 CI'R 63,
63.310

6

Oven Maintenance
A, All ovens shall be maintained in good condition to promote complete coking of

coal.

B. All coke oven cracks are to be sealed as soon as practicable after they are
detected,

(D As directed by the Health Officer, reasonable records of the maintenance of oven
doors, aven burners, and oven interiors are (o be made and retained for a
reasonable time.

6.9.7

Coke Qven Standards
For the emission unit permitted herein, the permittee shall comply with the coke oven

requirements of Sections 6.9.2, Paragraph 6.9.5(a), Section 0.9.6, and Section 6.9.7 of the
Rules and Regulations,

6.9

Section 3 -- Compliance and Performance Test Methods and Procedures

g |

Subpart L — Performance Tests and Procedures

Except as otherwise provided, a daily performance test shall be conducted cach day, 7
days per week for cach new and existing coke oven battery, the results of which shall be
used in accordance with procedures specified in this subpart to determine compliance with
each of the applicable visible emission limitations for coke oven doors, topside port lids,
offtake systems, and charging operations in this subpart,

40 CER 63,
63.309

Test Mcthods and Procedures

The permittee shall determine compliance with the visible emissions restrictions of this
permit by the lollowing EPA’s reference methods under 40 CIR 60, Appendix A, July 1,
2008, as the same may be amended or revised:

Method 9: Visual Determination of the Opacity of Emissions from Stationary Sources
Method 22: Visual Determination of Fugitive Emissions fiom Material Sources and
Smoke Emissions from Flares

Method 303: Determination of Visibie Emissions from By-Product Coke Oven Batteries

2.1.3
40 CIR 60

Section 4 — Continuous Emission Monitoring - Not Applicable

Section 5 -- Recordkeeping and Reporting Requirements

20

Subpart L -~ Semiannual Compliance Certification
The owner or operator of a coke oven battery shall comply with reporting requirement as
contained in 63.311 of 40 CFR 63.

40 CI'R 63

2

|

Subpart I ~ Recordkeeping

The owner or operator shall maintain liles of all required information in a permanent form
suitable for inspection at an onsite location for at least I year and must thereafter be
accessible within 3 working days 10 the Administrator. Copies of the work practice plan
developed under 63.306 of 40 CER 63, and the startup, shutdown, and malfunction plan
developed under 63.310 of 40 CFR 63, shall be kept onsite at all times.

40 CFR 63,
63.311

]
RS

Department Required Annual Report Requirement

The permittee shall submiy by February 10th of each calendar year to this Department an
annual summary report for the previous calendar year in a format approved by this
Department of the following production information of the emissions unit permitted
herein:

A. The actual hours of operation;

B. The quantity of coke oven gas burned in million cubic feel:

C. The average monthly total sulfur content and heat content of coke oven gas; and

D. The actua! emissions (point and fugitive) ol all regulated air potlutants.

i
2,13
18.5.3
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Emissions Unit No -
Company:

Source Description:

Operating Schedule:

Emissions Unit Operating Permit Summary
003
ABC Coke

Coke Oven Battery No. 5
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Charging, Coking, Soaking, Oven Doors, Lids, Offiake Systems, Collecting Mains,

Bleeder Flares, and Emergency Bleeder Flares

24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: COG

Pollutants Emitted:

Pollutant

Regulatory Emission Limit

Applicuble Standards

Visible Emissions (VE)

20% Opacity

Part 6.]

Visible Emissions (VE)

20% Opacity — Charging

Section 6.9.3

Coke Battery Emissions 4.0% leaking coke oven doors for each short by-product coke 40 CER 63
oven battery
0.4 % leaking topside port lids
2.5 9% leaking offtake systems
12 seconds of visible emissions per charge
Particulate Emissions 15% leaking coke oven doors Part 6.9
5 % leaking topside port lids
10 % leaking offtake systems
Visible Emissions (VE) No visible emissions from emergency bypass/bleeder stack 40 CFR 63

Hazardous Air Pollutants
(HAP)

Hares, except for periods not to exceed a total of S minutes
during any 2 consecutive hours

Hazardous Air Pollutants
(FHADP)

Installation and operation of a emergency bypass/bleeder stack
flare venting to stmosphere with a minimum of 989%
destruction control

40 CI'R 63

Volatile Organic
Compounds (VOC)

95 % removal of VOC from coke oven gas bleeder (venting
surplus COG) control system prior to discharge to the
aimosphere

Part 8.27

Hazardous Air Pollutants
(HAP)

Charging, soaking, oven doors, lids, offtake systems, collecting
mains, emergency bleeder flares

40 CFR 63 LAISR
Extention Track,
Subpart CCCCC

Pollution Control Device:
Continuous Emission Monitors:

EPA Reference Test Methods:

Reporting Requirements:

Applicable Regulations:

[lares

None

See Section 5, herein

Method 9, Method 22, Method 303, Appendix A (40 CI'R 60)

Section 1.5.15, Section 2. | 3, Part 6.1, Section 6.9.3, Section 6.9.5,
Section 6.9.6, Part 6.9, Part 8.27, Scction 18.5.3, Part 18.5, 40 CI'R 60,

40 CFR 63
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[ No.

Permit Conditions for Emissions Unit No. 003

Regulation

Section 1 ~ Applicability

Applicability

Visible Emissions Restriction

The Emissions Unit No. 003 permitted herein is subject to and shall comply with the
requirements under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,”
of the Rules and Regulations. The permittee shall not cause or allow the discharge into the
atmosphere from the emissions unit permitied herein any air contaminant of an equivalent
opacity greater than that designated as 20% opacity, as determined by a 6-minute average;
except, during one 6-minute period in any 60 minute period, the permittee may discharge
into the atmosphere any air contaminant of an equivalent opacity not greater than that
designated as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting obscrvations in accordance with Reference Method 9 in
Appendix A of 40 CFR 60, July 1, 2008, as the same may be amended or revised,

6.1
18.5
40 CFR 60

Emissions Unit 003 permitted herein is subject to and shall comply with the requirements
under Subpart L (National Emission Standards for Coke Oven Batteries) of Title 40 of

Part 63 of the Code of Federal Regulations (40 CFR 63)

40 CIR 63,
63.300

Section 2 - Emission, Equipment, Production Requirements, Limitations and Work
Practice Standards

Control of Particulate Matter
Emissions Unit 003 permitted herein is subject to and shall comply with the requirements
under Part 6.9, “Control of Particulate Emissions — Coke Ovens,” of the Rules and
Regulations.

6.9

Coke Oven Gas Bleeder (Venting Surplus CoG)

Each coke oven gas bleeder shall be equipped with a closed vent system capable of
capturing and transporting excess gas to a control device. All coke oven gas from (he
closed vent system shall be passed through the said control device which removes at least
95% percent of the VOC from such gas before it is discharged (o the atmosphere. Qwner
or operators of control devices used to comply with this requirement shal) monitor/test
such control devices o ensure that they are operated and maintained in conformance with
their design specifications. Closed vent systems shall be monitored (o determine
compliance with no detectable emissions, as indicated by an instrument reading of Jess
than 500 ppm above background, and, by visual inspections, quarterly, and at other times
requested by the Health Officer,

8.27

Percent Leaking Door Restriction

The number of doors leaking as determined pursuant to Method 303 (standards for
compliance date extension) shall not exceed 4.0% on a 30-day rolling average basis. In
addition, at any given time, the number of doors leaking shall not exceced 15 % of the total
doors ovens in operation.

6.9.6
40 CER 60
40 CI'R 63

6

Percent Leaking Lids Restriction

‘The number of topside lids leaking as determined pursuant 1o Method 303 (standards for
compliance date extension) shall not exceed () 4% on a 30-day rolling average basis, In
addition, at any given time, the number of topside lids leaking shall not exceed 5% of the
total lids on ovens in operation.

6.9.5
40 CEFR 60
40 CFR 63

Percent Leaking Offtake Svsiem Restriction

The number of offlake system leaking as determined pursuant to Method 303 (standards
for compliance date extension) shall not exceed 2.5% on a 30-day rolling average basis.
In addition, at any given time, the number of offtake systems Ieaking shall not exceed
10 % of the total offtake systems on ovens in aperalion.

0.%5
40 CIFR 60
40 CFR 63

Charging Visible Imissions Time Restriction
‘There shall be no more than 12 seconds of visible emissions per charge as defermined
pursuant to Method 303 on a 30-day rolling average basis.

40 CFR 63
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Charging Visible Emissions Opacity Restriction
Atany time, there shall be no visible emissions during the charging cycle from charging

on batteries with seventy 70 ovens or more. Visible emissions observations shall be
conducted pursuant to Method 22 0f 40 CFR 60. The procedures of Subpart L, including
data collected by Method 303 are consistent with the State Implementation Plan (SIP) for
visible emissions opacity observations and can be used to enforce the SIP. Therefore, the
inspection conducted using Method 303 will be used by this Department for compliance
assurance with Section 6.9.3 of the Rules and Regulations.
Emergency Bypass/Bleeder Flares Emissions Limitation
There shall be no emissions from any emergency bypass/bleeder flares, except for periods
not to exceed a total of 5 minutes during any 2 consecutive hours. Compliance with this
requirement shall be determined by using Method 22 in Appendix A of 40 C€ER 60 with an
observation period of 2 hours.

Subpart L — Standards for Collecting Mains
Al The owner or operator of a by-product coke oven battery shall inspect the

collecting main for leaks at least once daily according to the procedures in
Method 303.

40 CFR 60
40 CFR 63

40 CER 63,
63.308

B. The owner or operator shall document any leak observed, and implement a

collecting main repair within the time period allowed by the subpart.
Subpart I - Work Practice Standards 40 CFR 63,
The work plan required to be submitted in accordance with 63,300 of Subpart L of 40 63.306, 63.307,
CER 63 shall be implemented and adhered to on a continuous basis. The plan shall be and
designed 10 achieve compliance with visible emission limitations for coke oven doors, 63.309(h)(2)

topside port lids, offtake s stems, and charging operations.
Subpart ] — Implementation of Work Practice Plans

40 CER 63,

The owner or operator of g coke oven battery subject 1o visible emissions limitations shall | 63.306
implement the provisions of the work practice plan pertaining to a particular emission

point following the second independent exceedance of the visible emissions limitation for

the emission point in an consecutive 6-month period.

Subpart L - Star(-Up_,_Shutdown. and Malfunctions (SSM) 40 CI'R 63,
Each owner or operator of a coke oven battery shall develop, according to 63.310(c) of 40 Paragraph

CIER 63, a written startup, shutdown, and malfunction plan that describes procedures for 63.310¢1)
operating the battery, including associated air pollution control equipment, during a period
ol a starp, shutdown, or malfunction in a manner consistent with good air pollution
control practices for minimizing emissions, and procedures for correcting malfunctions
process and air pollution control equipment,

If the owner or operator demonstrates, to the satisfaction of the Administrator, that a
startup, shutdown or malfunction hag occurred, then an observation oceurring during such
startup, shutdown or malfunction shall not:

A, Constitute a violation of relevan requirements of this subpart; and

3. Be used for in any compliance determination under 63.309.

Subpart L - Notification of Start-Up, Shutdown. and Malfunction (SSM) 40 CFR 63,
Inorder for provisions of 633 10(i) of 40 CER 63 10 apply with respect 1o an observation 63.310

for a particular day, notification of a startup, shutdown, or a malfunction shall be made by

the owner or operator:

Al Il practical to the certified observer, if present during the occurrence; or
to the enforcement agency, in writing within 24 hours of the occurrence

3. Within 14 days from the notification as contained within condition 2 of this
emissions unit, describing in detail the startup, shutdown or malfunction
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Oven Maintenance

Al All ovens shall be maintained in good condition to promote complete coking of
coal.

B. All coke oven cracks are to be sealed as soon as practicable after they are
detected.

) As directed by the Health Officer, reasonable records of the maintenance of oven
doars, oven burners, and oven interiors are to be made and retained for a
reasonable time,

6.9.7

Coke Oven Standards

For the emission unit permitted hercin, the permittee shall comply with the coke oven
requirements of Sections 6.9.2, Paragraph 6.9.5(a), Section 6.9.6, and Section 6.9.7 of the
Rules and Regulations.

6.9

Scction 3 -- Compliance and Performance Test Methods and Procedures

Subpart L - Performance Tests and Proced ures

Except as otherwise provided, a daily performance test shall be conducted cach day, 7
days per week for each new and existing coke oven battery, the results of which shall be
used in accordance with procedures specified in this subpart to determine compliance with
cach of the applicable visible emission limitations for cake oven doors, topside port lids,
offtake systems, and charging operations in this subpart.

40 CFR 63,
63.309

Test Methods and Procedures

The permittee shall determine compliance with the visible emissions restrictions of this
permit by the following EPA’s reference methods under 40 CFR 60, Appendix A, July I,
2008, as the same may be amended or revised:

Method 9: Visual Determination of the Opacity of Emissions from Stationary Sources
Method 22: Visual Determination of Fugitive Emissions from Material Sources and
Smoke Emissions from Flares

Method 303: Determination of Visible Emissions from By-Product Coke Oven Batleries

2.3
40 CER 60

Section 4 — Continwous Emission Monitoring - Not Applicable

Section 5 -- Recordkeeping and Reporting Requirements

20

Subpart L — Semiannual Compliance Certification
The owner or operator of a coke oven battery shall comply with reporting requirements as
contained in 63.311 of the subpart.

40 CFR 63

21

Subpart L - Recordkeeping

The owner or aperator shall maintain files of all required information in a permanent form
suitable for inspection at an onsite location for at least | year and must thereafter be
accessible within 3 working days to the Administrator. Copies of the work practice plan
developed under 63.306 of 40 CI'R 63 and the startup, shutdown, and malfunction plan
developed under 63.310 of 40 CER 63 shall be kept onsite at all 1imes.

40 CFR 63,
63.311

Department Required Annual Report Requirement
The permitice shall submit by February 10th of each calendar year to this Department an
annual summary report for the previous calendar year in a format approved by this
Department of the following production information of the emissions unit permitted
herein:
A. The actwal howrs of operation;
B. The quantity of coke oven gas burned in million cubic feet;
C. The average monthly total sulfur content and heat content of coke oven gas; and
D. The actual emissions (point and fugitive) of all regulated air pollutants

as defined in Chapter 18 of the Rules and Regulations.

15815
2:1.3
18.5.3
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Emissions Unit No.:
Company:

Source Description:

Operating Schedule:

Emissions Unit Operating Permit Summary
004
ABC Coke

Coke Oven Battery No, |
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Charging, Coking, Soaking, Oven Doors, Lids, Offtake Systems, Collecting Mains,

Bleeder Flares, and Emergency Bleeder Flares

24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: CoG

Pollutants Emitted:

Pollutant

Regulatory Emission Limit

Applicable Standards

Visible Emissions (VE)

20% Opacity

Part 6.1

Visible Emissions (VE)

20% Opacity — Charging

Section 6.9.3

Coke Batiery Emissions
Hazardous Air Pollutants
(HAP)

Particulate Emissions

Visible Emissions (VE)
Hazardous Air Pollutants
(HAP)

Hazardous Air Pollutants
{(HAP)

Volatile Organice
Compaounds (VOC)

Hazardous Air Pollutants

Tall Battery —Subpart CCCCC (greater than 5§ meters in height) | 40 CFR 63

Short Battery-Subpart I, (less than 6 meters in height)

4.0% leaking coke oven doors for each short by-product coke

oven battery

0.4 % Jeaking topside port lids

2.5 % leaking offtake systems

12 seconds of visible emissions per charge

15% leaking coke oven doors Part 6.9

5 % leaking topside port lids

10 % leaking offtake systems

No visible emissions from emergency bypass/bleeder stack 40 CER 63

flares, except for periods not to exceed a total of 5 minutes

during any 2 consecutive hours

Installation and operation of a emergency bypass/bleeder stack 40 CFR 63

flares venting 1o atmosphere with a minimum of 989

destruction control :

95 % removal of VOC from coke oven 8as bleeder (venting Part 8.27 —-|

surplus COG) eontrol system prior to discharge to the

atmosphere

Charging, soaking, oven doors, lids, offtake systems, collecting 40 CFR 63

mains, emergency bleeder Mares LAER Lxtension
Track,

Subpart CCCCC

(HAP)

Pollution Control Deviee:

Flares

Continuous Emission Maonitors: None

EPA Relerence Test Methods:

Reporting Requirements:

Applicable Regulations:

See Section 5, herein

Method 9, Method 22, Method 303, Appendix A (40 CER 60)

Section 1.5.15, Section 2. 3, Part 6.1, Section 6.9.3, Sectiun 6.9.5,
Section 6.9.6, Part 6.9, Part 8.27, Section 18.5.3, Part 18.53, 40 CI'R 60,

40 CER 63

)
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Permit Conditions for Emissions Unit No. 004 mgulau'un
Section 1 - A plicability
Applicability

Visible Emissions Restriction
The Emissions Unit No. 004 permitted herein is subject to and shall comply with the
requirements under Section 6.] » “Visible Emissions Restrictions for Stationary Sources,”
of the Rules and Regulations. The permittee shall not cause or allow the discharge into the
atmosphere from the emissions unit permitted herein any air contaminant of an equivalent
opacity greater than that designated as 20% opacity, as determined by a 6-minute average;
except, during one 6-minute period in any 60 minute period, the permittee may discharge
into the atmosphere any air contaminant of an equivalent opacity not greater than that
designated as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CFR 60, July 1, 2008, as the same may be amended or revised.

Subpart L

The Emissions Unit No. 004 herein is subject to the requirements as listed in Subpart L
(National Emissions Standards for Hazardous Air Pollutants for Coke Ovens) of Part 63 of
Title 40 of the Code of Federal Regulations.

Section 2 - Emission, Equipment, Production Requirements, Limitations and Work
Practice Standards

Control of Particulate Matter
Emissions Unit 004 permitted herein is subject to and shall comply with the requirements
under Part 6.9, “Control of Particulate Emissions - Coke Ovens,” of the Rules and
Regulations.

Coke Oven Gas Bleeder (Venting Surplus COG)

Each coke oven gas biceder shall be equipped with a closed vent system capable of
capluring and lransporting excess gas to a control device. All coke oven gas from the
closed vent system shall be passed through the said control device which removes at least
95% percent of the VOC from such gas before it is discharged to the atmosphere. Owner
oroperators of control devices used to comply with this requirement shal] monitor/test
such control devices to ensure that they are operated and maintained in conformance with
their design specifications, Closed vent systems shall be monitored (o determine
compliance with no detectable emissions, as indicated by an instrumen reading of less
than 500 ppm above background, and, by visual inspections, Quarterly, and at other times
requested by the Health Officer.

6.1
18.5
40 CFR 60

40 CIR 63,
63.300

Percent Leaking Door Restriction 6.9.6
The number of doors leaking as determined pursuant to Method 303 (standards for 40 CER 60

compliance date extension) shall not exceed 4.0% on a 30-day rolling average basis, In
addition, at any given lime, the number of doors leaking shall not exceed 15 % of the total
doors ovens in operation,

Percent Leaking Lids Restriction

The number of topside lids leaking as determined pursuant o Method 303 (standards for
compliance date extension) shall not exceed (.49 on a 30-day rolling average basis, In
additon, a any given time, the number of topside lids Ieaking shall not exceed 5% of the
total lids on ovens in aperation.

Percent Leakine Offiake System Restriction

40 CI'R 63

6.9.5
40 CER 60
40 CFR 63

695

The number of offtake system leaking as determined pursuant to Method 303 (standards 40 CER 60
lor compliance date extension) shall not exceed 2.5% on a 30-day rolling average basis, 40 CI'R 63

Inaddition, at any given time, the number of offtake systems leaking shall not exceed 10
% of the total offtake systems on ovens in operation,
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8 Charging Visible Emissions Time Restriction 40 CFR 63
There shall be no more than 12 seconds of visible emissions per charge as determined
pursuant to Method 303 on a 30-day rolling average basis.
9 Charging Visible Emissions Opacity Restriction 6.9.3
At any time, there shall be no visible emissions during the charging cycle from charging
holes or the larry car of any battery with an opacity which is greater than 20% except for
an average period or periods not to exceed 3 minutes of any consecutive 60 minutes on
batteries with less than 70 ovens nor more than 4 minutes of any consecutive 60 minutes
on batteries with 70 ovens or more. Visible emissions observations shall be conducted
pursuant to Method 22 of 40 CFR 60. The procedures of Subpart L, including data
collected by Method 303, are consistent with the State Implementation Plan (SIP) for
visible emissions opacity observations and can be used to enforce the SIP. Therefore, the
inspection conducted using Method 303 will be used by this Department for compliance
assurance with Section 6.9.3 of the Rules and Regulations.
10 Emergency Bypass/Bleeder Flares Emissions Limitation 40 CER 60
There shall be no emissions from any emergency bypass/bleeder flares, except for periods | 40 CFR 63
not to exceed a total of 5 minutes during any 2 consecutive hours, Compliance with this
requirement shall be determined by using Method 22 in Appendix A of 40 CER 60 with an
observation period of 2 hours.
Il Subpart L - Standards for Collecting Mains 40 CFR 63,
A. The owner or operator of a by-product coke oven battery shall inspect the 63.308
collecting main for leaks at least once daily according to the procedures in
Method 303.

B. The owner or operator shall document any leak observed, and implement a
collecting main repair within the time period allowed by the subpurt.

12 Subpart L - Work Practice Standards 40 CIR 63,
The work plan required to be submitted in accordance with 63.300 of Subpart L of 40 63.307, and
CER 63 shall be implemented and adhered to on a continuous basis. The plan shall be 63.309(h)(2)
designed to achieve compliance with visible emission limitations for coke oven doors,
topside port lids, offtake systems, and charging operations.

13 Subparl L — Implementation of Work Practice Plans 40 CFR 63,
The owner or operator of a coke oven battery subject to visible emissions limitations shall | Section 63.306
implement the provisions of the work praclice plan pertaining to a particular emission
point following the second independent exceedance of the visible emissions limitation for
the emission point in any consecutive 6-month period.

14 Subpart L - Start-Up, Shutdown, and Malfunctions (SSM) 40 CFR 63,

Each owner or operator of a coke oven battery shall develop, according 10 63.310(¢) of 40
CER 63, a written startup, shutdown, and malfunction plan that deseribes procedures for
operating the batiery, including associated air pollution control equipment, during a period
of a startup, shutdown, or malfunction in a manner consistent with good air pollution
control practices for minimizing emissions, and procedures for correcting malfunctions
process and air pollution control equipment.

I the owner or operator demonstrates, 1o the satisfaction of the Administrator, that a
startup, shutdown or malfunction has occurred, then an observation oceurring during such
startup, shutdown or malfunction shall not:

A, Constitute a violation of relevant requirements of this subpart; and
3. Be used for in any compliance determination under 63.309 of 40 CIR 63.

63.3100)
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Subpart L — Notification of Start-U Shutdown, and Malfunctio,
In order for provisions of 63.310(i) of 40 CER 63, to apply with respect to an observation
for a particular day, notification of a startup, shutdown, or a malfunction shall be made by
the owner or operator:

A, If practical to the certificd observer, if present during the occurrence; or
to the enforcement agency, in writing within 24 hours of the occurrence
B. Within 14 days from the notification as contained within condition 2 of this

40 CFR 63,
63.310

emissions unit, describing in detail the startup, shutdown or malfunction

Oven Maintenance

A. All ovens shall be maintained iy good condition to promote complete coking of
coal.

B. All coke oven cracks are to be sealed as soon as practicable after they are
detected.

L As directed by the Health Officer, reasonable records of the maintenance of oven
doors, oven burners, and oven interiors are to be made and retained for a
reasonable time.

6.9.7

17 Coke Oven Standards
For the emission unit permitted herein, the permittee shall comply with the coke oven

requirements of Sections 6.9.2, Paragraph 6.9.5(a), Section 6.9.6, and Section 6.9.7 of the
Rules and Regulations.

6.9

Section 3 -- Compliance and Performance Test Methods and Procedures

8 Subpart I, — Performance Tests and Procedures

Except as otherwise provided, a daily performance test shall be conducted each day, 7
days per week for cach new and existing coke oven buttery, the results of which shall be
used in accordance with procedures specified in this subpart 1o determine compliance with
cach of the applicable visible emission limitations for coke oven doors, topside port lids,
offtake systems, and charging operations in this subpart,

40 CFR 63,
63.309

19 Test Methods and Procedures

The permittee shall determine compliance with the visible cmissions restrictions of this
permit by the following EPA’s reference methods under 40 CFR 60, Appendix A, July 1,
2008, as the same may be amended or revised:

Method 9: Visual Determination of the Opacity of Emissions from Stationary Sources
Method 22: Visual Determination of Fugitive Emissions from Material Sources and
Smoke Emissions from Flares

Method 303: Determination of Visible Emissions from By-Product Coke Oven Batteries

2.1.3
40 CFR 60

Section 4 ~ Continuous Emission Monitoring - Not Applicable

Section 5 -- Recordkeeping and Reporting Requirements

20 Subpart 1. — Semiannual Compliance Certification
The owner or operator of a coke oven batlery shall comply with the reporting requirements
as contained in 63.311 of 40 CFR 63,

40 CFR 63

Subpart L - Recordkeeping

The owner or operator shall maintain files of all required information in a permanent form
suitable for inspection at an onsite location for at least | year and must thereafler be
accessible within 3 working days 1o the Administrator. Caopies of the work praclice plan
developed under 63.306 of 40 CER 63, and the startup, shutdewn, and malfunction plan
developed under 63.310 of 40 CER 63, shall be keplonsite at all times.

40 CER 63,
63.311




ABC Coke Page 32
Permit Number 4-07-0001-02

22 Department Required Annual Report Requirement 1.5.15
The permittee shall submit by February 10th of each calendar year to this Department an 213
annual summary report for the previous calendar year in a format approved by this 18.5.3
Department of the following production information of the emissions unit permitted
herein:

A. The actual hours of vperation;

B. The quantity of coke oven gas burned in million cubic feet:
C. The average monthly total sulfur content and heat content of coke oven gas; and
D. The actual emissions (point and fugitive) of all regulated air pollutants

[ as detined in Chapter 18 of the Rules and Regulations.
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Emissions Unit Operating Permit Summary

Emissions Unit Number: 005

Emissions Unit Description:  Coke By-Products
Operating Permit Number- 4-07-0001-02

Facility Name: ABC Coke - Coke/Utilities
Permitted Operating Schedule: 8,760 hours per year

Type and Quantity of Fuel Used: N/A

Pollutants Emitted:

’_ Pollutants Regulatory Emission Limits Applicable Standards
Visible Emissions (VE) 20 % Opacity Part 6.1
Fugitive Emissions Restrict Beyond Property Lines Part 6.2
Volatile Organic Compounds (VOC)- | No detectable emissions from final-cooler 40CFR 61, Subpart L
Benzene (HAP) cooling towers, and final coolers
Benzene (HAP) Less than 10 Mg/Yr 40 CFR 61, Subpart FF
Benzene (VHADP) Leak Detection & Repair 40 CER 61, Subpart V ]
Pollution Control Equipment: Enclosed Positive Pressure Gas Blanketing System
Continuous Monitor: None
Periodic Monitoring: Sections 61.242, 61 244, 61.135, Part 8.26

Sections 61.242-3 and 61 .242-9 are excluded

Continuous Compliance Determiner: None

EPA Refcrence Test Methods: Methods 2, 2A, 2C, 2D 21, 22, 40 CFR 60, Appendix A
Reporting Requirements: See Scction §
Applicable Regulations: Part 1.3, Section 1.5.185, Scction 2.1.3, Chapter 4, Part 6.1,

Scction 8.26.3, Section 8.20.4, Section 8.26.5, Section
8.26.6, Section 8.26.7, Section 8.26.8, Section 8.26.9,
Section 8.26.10, Section 8.26. ] I, Section 8.26.12, Section
8.27.2, Section 8.27.3, Section 8.27.4, Section 8.27.5,
Chapter 16, Chapter 18, Section 18.2.4, Section 18.2.8, 40
CFR 60, 40 CFR 61



The Emissions Unit No. 005 permitted herein is subject to and shall comply with the
requirements under Part 6.2 of the Rules and Regulations. The permittee shall not cause,
suffer, allow, or permit any materials to be handled, transported, or stored; or a building, its
appurtenances, or a road Lo be used, constructed, altered, repaired or demolished without
taking reasonable precautions (o prevent particulate matter from becoming airborne. Such
reasonible precautions shall include, but not be limited 10, the following:
A. Use, where possible, of water or chemicals for control of dust in the demolition

of existing buildings or structures, construction operations, the grading of roads

or the clearing of land;
B. Application of asphalt, oil, water, or suitable chemicals on dirt roads, material

stock piles, and other surfaces which create airborne dust problems;
C. Installation and use of hoods, fans, and fabric filters (or other suitable control

devices) to enclose and vent the handling of dust materials. Adequate

containment methods shall be employed during sandblasting or other similar

operations.

The permitiee shall not cause or permit the discharge of visible emissions beyond the lot
line of the property on which the emissions originate.

When dust, fumes, gases, mist, odorous matter, vapors, or any combination thercof esciape
from a building or equipment in such a manner and amount as to cause a nuisance or to
violate any rule or regulation, the Health Officer may order that the building or equipment
in which processing, handling and storage are done be tightly closed and ventilated in such
a way that all air and gases and air or gas-borne material leaving the building or equipment
are treated by removal or destruction of air contaminants before discharge to the open air,

ABC Coke Page 34
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No. | Permit Conditions for Emissions Unit No. 005 Regulations
Section 1 - Applicability

I The Emissions Unit No. 005, Coke By-Products Recovery Plant, is subject to the visible 6.1
emissions restrictions of Pait 6.1, the fugitive emissions restrictions of Part 6.2, the 6.2
equipment leak detection and repair requirements of Part 8.26, the permitting requirements | 8.26
of Chapter 18 of the Rules and Regulations, and the control and equipment leak detection Chapter 18
and repair requirements of Subpart L and V of 40 CFR 61. 40 CER 61

2 Subpart FF 2.3
The Emissions Unit 005 permitted herein is subject to the requirements as listed in Subpart | Chapter 18
FF (National Emission Standard for Benzene Waste Operations) of Part 61 of Title 40 of 40 CFR 61
the Code of Federal Regulations.
Section 2 — Emissions, Equipment or Production Requirements and Limitations

3 Visible Emissions Restriction 6.1
The Emissions Unit No. 005 permitted herein is subject to and shall comply with the 18.5
requirements under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” | 40 CFR 6()
of the Rules and Regulations. The permittee shall not cause or allow the discharge mto the
atmosphere from the emissions unit permitted herein any air contaminant of an equivalent
opacily greater than that designated as 20% opacity, as determined by a 6-minute average;
except, during one 6 minute period in any 60-minute period, the permittce may discharge
into the atmosphere any air contaminant of an equivalent opacity not greater than that
designated as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9in
Appendix A of 40 CER 60, July 1, 2008, as the same may be amended or revised.

4 Fugitive Emissions Restriction 6.2

18.5
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Standards for Process Vessels, Storage Tanks, Tar-Intercepting Sumps, Process Vessels,

Tar Storage Tanks, Light Oil Sumps, Napthalene Processing, Final Coolers. Final-Cooler
Cooling Towers, and Equipment Leaks

The equipment types indicated associated with Emissions Unit No. 005 permitted herein
are subject to the applicable standards as listed in Sections 61.132 through 61.135 of
Subpart L of 40 CIFR 61 and Sections 61.242-1 through 61.243-2 of Subpart V of 40 CFR
61,

40 CER 61

Benzene Waste Restriction
Pursuant to the requirements of Subpart FF, the total annual benzene quantity from facility
waste shall be less than 10 Megagrams per year (Mg/yr).

Limitation for Napthalene Processing, Final Coolers, and Final-Cooler Cooling Tower

No (“zero™) emissions shall be allowed from final coolers and final cooler-cooling towers.
Zero emissions shall be determined by monitoring all connections, seals, lines at associated
with the indicated equipment utilizing Method 21 (40 CFR 60, Appendix 40) and
procedures specified in 61.245(c) of 40 CER 61, and the indicated equipment (including
sealing materials) shall be visually inspected for evidence of visible defects such as gaps or
tears. This monitoring shall be conducted on a monthly basis.

40 CFR 60
40 CER 61

Standards for All Equipment in VOC Service at Coke By-Product Recovery Plants

The equipment types indicated associated with Emissions Unit No. 005 permitted herein
are subject to the standards as listed in Sections 8.26.3, 8.26.4, 8.26.5, 8.26.6, 8.26.7,
8.26.8, 8.26.9,8.27.2, 8.27.3, 8.27.4, and 8.27.5 of the Rules and Regulations.

8.26
8.27

Section 3 — Compliance and Performance Test Methods and Procedures

Leak Detection and Repair Program (LDAR) Program Monitoring Requirements

A LDAR program shall be implemented to include the equipment types associated with
Emissions Unit No. 005 permitted per the applicable standards as listed in 61.132 through
61.135 of Subpart L of 40 CFR 61; 61.242-1 through 61.243-10 (excluding 61.242-3 &
61.242-9) of Subpart V of 40 CER 61; and Sections 8.20.3, 8.26.4, 8.26.5, 8.20.6, 8.26.7,
8.26.8, 8.26.9,8.27.2, 8.27.3, 8.27.4, and 8.27.5 of the Rules and Repulations,

40 CFR 61
8.26
8.27

The Department may request that the permittee demonstrate compliance with the emission
rate restrictions of this Major Source Operating Permit and the Regulations by using the
following PA-approved methods and procedures:

A, Reference Method 2, 40 CIFR 60), Appendix A
Determination of Stack Gas Velocity and Volumetric Flow Rate
B. Reference Method 2A, 40 CER 60, Appendix A
Direct measurement of Gas Volume through Pipes and Small Ducts
C. Reference Method 2B, 40 CFR 60, Appendix A
Delermination of Gas Velocily and Volumetric Flow Rate in Small Stacks
D. Reference Method 2C: 40 CFR 60, Appendix A
Determination of Gas Velocity and Volumetric Flow Rate in Small Stacks or Ducls
(Standard Pitot Tubce)
E. Reference Mcethod 2D: 40 CER 60, Appendix A
Measurement of Gas Volume Flow Rates in Small Pipes and Ducts
I“. Reference Method 21: 40 CER 60, Appendix A
Determination of Volatile Organic Compound Leaks
G. Reference Method 22: 40 CER 60, Appendix A
Visual Deteemination of Fugitive Emissions from Material Sources and Smoke
Emissions from Flares

18.2.5
187
40 CER 60
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I

Subpart FIF Monitoring

The permittee shall determine the total annual benzene quantity from facility waste as
specified by in 61.355 of 40 CFR 61. The permittee shall repeat the determination of the
total annual benzene quantity at least once per year and whenever there is 2 change in the
process that could cause the total annual benzene quantity from waste to 10 Mg/yr or more.
If the total annual benzene quantity is less than | Mg/yr, then the owner or operator shall
comply with the recording and recordkeeping requirements of 61.356 and 61.357 of 40
CFR 6.

40 CFR 6]
61.355,
61.356, and
61.357

-

Scction 4 — Continuous Emission Monitoring - No applicable requirements.

Section 5 ~ Recordkeeping and Reporting Requirements

For the unit permitted herein, where applicable, records shal] be kept and reports shall be
submitted in accordance with 61.138 of Subpart L. of 40 CER 61, 61.246 and 61.247 of
Subpart V of 40 CFR 61, 61.356 and 61.357 of Subpart FF, and Sections 8.26.10 and
8.26.11 of the Rules and Regulations.

8.26
40 CFR 61

Annual Report Requirement

The permittee shall submit to the Department by February 10" of each calendar year an

annual summary report for the previous calendar year in a format approved by the

Department the following production and emissions information:

A. For each emissions unit type associated with the by-products recovery facility
(light-oil storage lank, tar decanter, direct-water cooling tower, tar intercepting sump,
tar dewalering sump, tar storage tank, light oil condenser vent, light oil sump, BTX
storage, {lushing liquor circulation tank, excess ammonia liquor tank, wash-oil
circulation 1ank), list the number of emissions unit types;

B. The actual emissions of all regulated air pollutants as defined in Chapter
18 of the Rules and Regulations, including all individual HAP emissions, and including
fugitive emissions shall be included in the report;

C. For storage tanks, the chemical or trade name of the stored YOC in the tank;

D. The average storage temperature of the stored VOC in degrees Fahreinheit;

E. The average true vapor pressure (in psia) of the stored VOC at storage temperature;

F. The quantity in gallons of any VOC/HAP materials lost (evaporated (o the
atmosphere) due to a spillage, leak, or any other mishap;

G. The annual throughput in gallons per year; and

H. Inregards to Subpart FE, at the point of waste generation, the annual waste quantity,
range ol benzene concentrations (monthly values), the annual average flow-weighted
benzene concentrations, and the annual benzene quantity.

2.1.3
18.5
18.7

NESHAP Notification, Reporting, and Recordkeeping Requirements
Where applicable, the permittee shall comply with the notification, reporting, and
recordkeeping requirements of Subparts A, L, V, and FF of 40 CIR 61.

40 CEFR 61
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Emissions Unit No.:
Company:
Source Description:

Operating Schedule:

Pollutants Emitted:

Emissions Unit Operating Permit Summary
007
ABC Coke
Underfire Stack Coke Oven Batteries Nos. § and 6

24 hours/day, 7 days/week, and 52 weeks/year
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| Pollutant

Regulatory Emission Limit

Applicable Standard

Visible Emissions (VE)

20% Opacity/3-Minute Average per 60-Minute Period

Section 6.9.8

Visible Emissions (VE)

20% Opacity during batterywide extended coking cycle; 15%
Opacity during normal coking cycle (short battery less than 5
meters in height)

40 CFR 63 (Subpart
CCCCC)

Particulate Matter (PM) 0.12 Ibs/MMBTU of Heat Input (Max. Capacity) Part 6.3
Particulate Matter (PM10) N/A N/A

Sulfur Dioxide (SO2) 1.8 1bs/MMBTU of Heat Input Section 7.1.1
Nitrogen Oxides (NOx) N/A N/A

Carbon Monoxide (CQ) N/A N/A
Volatile Organic N/A N/A
Compounds (VOC)

Pallution Control Device: None

Continuous Emission Monitors: COMS

Continuous Compliance Determiner:

Title V Monitoring:

Daily Recordkeeping of Fuels Coke Oven Gas Combusted

Maximum Heat Input Restricted to 250 MMBTU/hour

Monthly Testing of COG Sulfur Content
Restricted to Coke Oven Gas Combustion
Operation of COMs-24 hour (daily average) of dala
Work Practice Standards

Operation and Maintenance Requirements

Start-up, Shutdown, and Maintenance Plan

Twice Weekly Visible Emissions Observation of Combustion Stack;

Installation of COMS

Monthly Sampling & Testing of COG Sulfur Content

Monthly Sampling & Testing of COG Heal Content

EPA Reference Test Melhods: 1,2,3,4,5,6,7 and 9 of 40 CI'R 60, Appendix A

Reporting Requircments:

Applicable Regulations:

See Section 6

Scetion 1.5.15, Section 2,1.3, Part 6.1, Part 6.3, Section 6.9.8, Part 7.1,
Seclion 7.1.1, Part 18.5, Section 18.5.3, 40 CI'R 60, 40 CI'R 63
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No. | Permit Conditions for Emissions Unit No. 007 Regulation
Section 1 - Applicability

I Applicability 6.3
The Emissions Unit 007, Underfire Stack of Batteries Nos. 5 & 6, permitted herein shall 6.9.8
include any equipment, device, or contrivance and all appurtenances thereto, including 7.1
ducts, fuel-feeding equipment, combustion controls, stacks and chimneys, and the Chapter 16
combustion fuels used. The emissions unit is subject to the particulate emission rate Chapter 18

allowed under Part 6.3, entitled “Fuel Burning Equipment,” of the Regulations. The
emissions unit is subject to the visible emissions restrictions under Section 6.9.8, entitled
“Combustion Stacks.” of the Regulations. The emissions unit is subject to Part 7.1,
entitled “Fuel Combustion,” of the Regulations. The emissions unit is subject to the major
source emissions fees of Chapter 16 of the Regulations. The emissions unit is subject to
Title V permitting requirements of Chapter 18 of the Regulations.

2 General Compliance Requirements 40 CFR 63
The permittee shall be in compliance with the emissions limitations, work practice Chapter (8

standards, and operation and maintenance requirements in this subpart at all times, except
during periods of startup, shutdown, and malfunction as defined in Section 63.2.

3 Startup, Shutdown, and Malfunction Plan 40 CI'R 63
The permittee shall develop and implement a written startup, shutdown, and malfunction 63.7332
plan according to the provisions of 63.6(e)(3) of 40 CFR 63. Chapter 18

For COMS, a monitoring malfunction is any sudden, infrequent, not reasonably preventive
failure of the monitor to provide valid data. Monitoring failures that are caused in part by
poor maintenance or careless operation are not malfunctions.

4 Subpart CCCCC 40 CFR 63
‘The Emissions Unit No. 007 herein js subject to the requirements as listed in Subpart Chapter 18

CCCCC (National Emissions Standards for Hazardous Air Pollutants for Coke Ovens) of
Part 63 of Title 40 of the Code of Federal Regulations.

Section 2 -- Emission, Liquipment or Production Requirements and Limitations

5 Visible Emissions Restriction 2.13

The Emissions Unit No. 007 shall comply with the visible emissions requirements under 6.9.8
Section 6.9.8 of the Rules and Regulations. There shall be no visible emissions, other than 18.5.3(a)(2)
water mist or vapor, with an opacity greater than 20% from the combustion stack except
for a period or periods aggregating not more than 3 minutes in any consecutive 60
minutes. Compliance with the opacity standard in this condition shall be determined by
conducting observations in accordance with Reference Method 9 in Appendix A of 40
CI'R 6. “The permittee shall perform a visual observation of the emission unit's
combustion stack and make a record of the visual observation at least twice per week for a
period of 15 minutes or more, If a ny visible emissions (greater than 15% opacity) are
observed, the permittee shall expeditiously correct the problem causing the emission unit
1o emit visible emissions and make a record of the event and the corrective actions. I the
visible emissions cannot be corrected, the permittee shall have a certified Reference
Method 9 observer determine the combustion stack's opacity within 24 hours.

6 Subpart CCCCC - Emissions Limitation 40 CI'R 63,
The permittee shall not discharge to the atmosphere any emissions from any batlery stack 63.7296
ati existing by-product coke oven battery that exhibit an opacity greater than the Chapter 18

applicable limits shown below:

A Daily average of 15% opacity for a battery on a normal coking eycle; or

13 Daily average ol 20% opacity for a battery on a battery-wide extended coking
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7

Particulate Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the particulate
emission rate restriction that is allowed under Part 6.3, entitled “Fuel Burning Equipment,”
of the Regulations. The permittee shall not cause or allow the emissions of particulate
matter from the fuel-burning equipment permitted herein in excess of 0. 12 pounds per
million BTU of heat input (at 250 MMBTU/hr) as determined by EPA Reference Method
5 of Appendix A of 40 CER 60, July 1, 2008, as the same may be amended or revised. To
comply with Title V monitoring requirements, the permittee shall demonstrate compliance
with this emission limit by certifying to the Department in writing that only clean coke
oven gas is combusted in the emissions unit. This written certification shall be submitted
biennially.

2.13

6.3

18.5
18.5.3(a)(2)

Sulfur Oxides Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the sulfur oxide
€mission rate restriction that is allowed under Section 7.1.1 of the Rules and Regulations.
The permittee shall not cause or allow the emissions of sulfur oxides, measured as sulfur
dioxide, from the fuel-burning equipment permitted herein in excess of 1.8 pounds per
million BTU of heat input as determined by EPA Reference Method 6C ol Appendix A of
40 CER 60, July 1, 2008, as the same may be amended or revised. To comply with Title V
monitoring requirements, the permitlee shall collect monthly samples of coke oven gas and
analyze them for sulfur content (hydrogen sulfide) by weight. The permitiee shall also
determine the heat content of each fuel sample. The emissions unit is restricted to
combusting coke oven gas.

2.1.3
7.1.1
18.5
18.5.3(a)(2)

Combustion Fuel Restriction

The Emissions Unit permitted herein is restricted to combusting coke oven gas. This
restriction shall be demonstrated by recording and maintaining a record of the amount
(within + 1% accuracy) of COG combusted each calendar day.

2.1.3
18.5

Heat Input Restriction

The Emissions Unit permitted hercin shall not exceed 250,000,000 BTUs per hour of heat
input. This restriction shall be demonstrated by recording and maintaining a record of the
amounts (within + 1% accuracy/ + 123 x 10° CF/day on a 18-hour coking cycle/92 x 10°
CF/day on a 24-hour coking cycle) of fuel combusted and time operated each calendar
day.

2:1:3
18.5

Scction 3 -- Compliance and Performance Test Methods and Procedures

Test Methods and Procedures

The permittee shall determine compliance with the particulate emissions, sulfur oxide
emissions, and visible emissions restrictions of this permit by the following EPA’g
reference methods under 40 CFR 60, Appendix A, Tuly 1, 2008, as the same may be
amended or revised:

Method [: Sample and Velocity Traverses

Method 2: Determination of Stack Gas Velocity and Volumetric Flow Rale

Method 3: Gas Analysis for Carbon Monoxide, Oxygen, Excess Air, and Dry M. W,
Method 4: Determination of Moisture Content in Stack Gases

Method 5: Determination of Particulate Emissions

Method 6C: Determination of Sulfur Dioxide Emissions

Method 7: Determination of Nitrogen Oxide Emissions

Method 9: Visual Determination of the Opacity of Emissions

Tutwiler Method: Sulfur Content (H2S) in Gas Mixtures

Calorimeter: Determination of Heat Content of Fuels in BTU per Cubic Foot

213
40 CIR 60
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[12 ] Subpart CCCCC—Performance Testing 40CFR 63, |
The permittee shall conduct an initial and subsequent (continuous) performance test in 63.7324
accordance with the following: 63.7326(d)
Chapter 18
To determine compliance with the daily average opacity limit for stacks of 15% for a by-
product coke oven battery on a normal coking cycle or 20% for a by-product coke oven
battery on battery-wide extended coking, follow the test methods and procedures in items
I through 3 below:;
l. Using the continuous opacity monitoring system (COMS) required in
63.7330(e) of 40 CFR 63, measure and record the opacity of emissions
from each battery stack for a 24-hour period.
2 Reduce the monitoring data to hourly averages as specified in
63.8(2)(2) of 40 CFR 63; and
3 Compute and record the 24-hour (daily) average of the COMS data.
For each by-product coke oven battery stack subject to an opacity limit in 63.7296(a) of
40 CFR 63, the permittee shall submit a notification of compliance status containing the
COMS performance test.
Section 4—Operation and Maintenance Requirements
13 Good Engineering Paractices & Minimize Emissions to the Level of Subpart CCCCC 40 CFR 63,
Al A required by 63.6(e)(1)(i) of 40 CFR 63, the permittee shall operate and 63.7300
maintain the affected source (batteries), including the air pollution control and 63.7331

monitoring equipment, in a manner consistent with good air pollution control
practices for minimizing emissions at least to the levels required by this subpart,
I The permittee must prepare and operate at all times according to a
written operating and maintenance plan for the general operation and
maintenance of the existing by-product coke oven batteries. Fach plan
must address, al a minimum, the elements listed as follows:
a. Frequency and method of recording underfire gas parameters:
b. Frequency and method of recording battery operating
temperature, including measurement of individual flue and
cross-wall temperatures;
C. Procedures to prevent overcharging and undercharping of
ovens, including measurement of coal moisture, coal bulk
density, and procedures for determining volume of coal

charged;

d. Frequency and procedures for inspecting flues, burners, and
nozzles; and

c. The operating and maintenance plan must include requirements

to repair any defects or deficiencies noted in inspections as
described in Permit Condition 15 of this emissions unit.
Repairs are to be made before the next scheduled
inspection.

Chapter 18
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14 Subpart CCCCC—COMS-—Operation. and Maintenance Requirements For Monitors 40 CFR 63
For each by-product coke oven battery, the permittee shall install, operate, and maintaina | 63.733]
COMS to measure and record the opacity of emissions existing each stack according to the | Chapter 18
following requirements:
Install, operate, and maintain each COMS according to the requirements
in 63.8(e) of 40 CFR 63, and Performance Specification | in
40 CER 60, Appendix B. Identify periods the COMS is out-of-control, including
any periods that the COMS fails to pass a daily calibration drift,
assessment, quarterly performance audit, or annual zero alj gnment audit.
B. The permittee shall conduct a performance evaluation of each COMS according
to the requirements in Section 63.8 and Performance Specification 1 in Appendix
B to 40 CFR 60.
c. The permittee shall develop and implement a quality control program for
operating and maintaining each COMS according to the requirements in 63.8(d)
ol 40 CFR 63. At minimum, the quality control program must include a
daily calibration drift assessment, quarterly performance audit, and a annual zero
alignment audit of each COMS.
D. Each COMS shall complete a minimum of one cycle of sampling and analyzing
for each successive 10-second period and one cycle of data recording for each
successive 6-minute period. The permittee shall reduce the COMS data as
specified in 63.8(g)(2) of 40 CIR 63.
E.. The permittee shall determine and record the hourly and daily (24-hour) average
opacity according to the procedures in 63.7324(b) of 40 CFR 63 using all the 6-
minute averages collected for periods during which the COMS is not out-of-
control,
X The Department shall be notified in writing 2 weeks prior to the COMS annual
audit.
Section 5 -~ Continuous Emission Monitoring
15 Subpart CCCCC—Monitoring 40 CFR 63
63.7332
A Except for monitor malfunctions, associated repairs, and required quality Chapter 18
assurance or control activities (including as applicable, calibration checks and
required zero and span adjustments), the permittee shall monitor continaously at
all times the affected source is operating.
3. The permitice may not use data recorded during monitoring malfunctions,
associated repairs, and required qualily assurance or control activities in data
averages and caleulations used 1o report emission or operating levels.
Section 6-Recordkeeping and Reporting Requirements
6 Subpart CCCCC—Reporting Requirements 40 CER 63

Unless the Administrator hag approved a different schedule, the permittee shall submit
quarterly compliance reports for batlery stacks.

Al

&5

The first quarterly compliance report for battery stacks must cover the
period beginning on the compliance date that is specified for your

affected source in 63,7283 of 40 CER 63, and ending on the last date of the
third calendar month, Each subsequent compliance report must cover

the next calendar quarter,

A quarterly compliance report for battery stacks must be postmarked or delivered
no later than one calendar month following the end of the quarterly reporting
period.

The content of each quarterly report must provide information on compliance
with the emission limitations for battery stacks in 63.7296 of 40 CIR 63. The
reports must meet the requirements in 63.7341(b) of 40 CER 63.

63.734]
Chapter 18
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17 Subpart CCCCC—Recordkeeping 40 CFR 63,
A, The permittee shall keep the following records: 63.7342
I. A copy of each notification and report that the permittee submitted to Chapter 18
comply with this subpart, including all documentation supporting any
initial notification or notification of compliance status that the
permittee submitted, according to requirements in 63. 10(b)(2)(xiv) of 40
CER 63;
2. The records in 63.6(e)(3)(iii) through (v) of 40 CFR 63, related to
startup, shutdown, and malfunction; and
3. Records of performance tests, performance evaluations, and opacity
observations as required by 63.10(b)(2)(viii) of 40 CFR 63
3. For each COMS, the permittee must keep the records below:
I: Records described in 63.10(b)(2)(vi) through (xi) of 40 CFR 63;
2. Monitoring data for COMS during a performance evaluation as required
in 63.6(h)(7)(i) and (ii) of 40 CER 63;
3. Previous versions of the performance evaluation plan as required in
63.8(d)(3) of 40 CFR 63; and
4. Records of the date and time that each deviation started and stopped,
and whether the deviation occurred during a period of startup, shutdown,
or malfunction or during another period
18 Subpart CCCCC—Record Retention 40 CEFR 63,
The permittee shall keep records in a form suitable and readily available for expeditious 63.7343
review, according to 63.10(b)(1) of 40 CEFR 63. Chapter 18
As specified in 63.10(b)(1) of 40 CFR 63, the permittee shall keep each record for 5 years
following the date of each occurrence, measurement, maintenance, corrective action,
report or record.
The permittee shall keep each record onsite for at least 2 years after the date of each
occurrence, measurement, maintenance, corrective action, report, or record in accordance
with 63.10(b)(1) of 40 CIR 63. The permittee can keep the records offsite for the
remaining 3 years.
19 Department Required Annual Report Requirement 1.5.15
The permittee shall submit by February 10th of each calendar year to this Department an 2.1.3
annual summary report for the previous calendar year in a format approved by this 18.5.3

Department of the following production information of the emissions unit permitied
herein:
A, The actual hours of operation;
B. The quantity of coke oven gas burned in million cubic feet;
C. The average monthly total sulfur content and heat content of coke oven gas; and
D. The actual emissions (point and fugitive) of all regulated air pollutants

as defined in Chapter 18 of the Reaulations.
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 008

Company: ABC Coke

Source Description: Underfire Stack Coke Oven Battery No. |
Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable Standard
Visible Emissions (VE) 20% Opacity/3-Minute Average per 60-Minute Period Section 6.9.8
Visible Emissions (V) 20% Opacity during batterywide extended coking cycle; 15% 40 CFR 63 (Subpart

Opacity during normal coking cycle (Tall battery greater than 5 ceeece)
meters in height)

Volatile Organic N/A
@mpounds (VOC)

Particulate Matter (PM) 0.10 1bs/MMBTU of Heat Input (Max. Capacity) Pairt 6.3
Particulate Matter (’M0) N/A N/A
Sulfur Dioxide (SO2) 1.8 Ibs/MMBTU of Heat Input . Section 7.1.1
Nitrogen Oxides (NOx) N/A N/A
Carbon Monoxide (CO) N/A N/A

N/A

Pollution Control Device:

Continuous Emission Monitors:

Continuous Compliance Determiner:

Title V Monitoring:

EPA Reference Test Methods:
Reporting Requirements:

Applicable Regulations:

None
None

Daily Recordkeeping of Tuels Coke Oven Gas Combusted
Maximum Heat Input Restricted to 360 MMB'TU/hour
Monthly Testing of COG Sulfur Contenm

Restricted to Coke Oven Gas Combustion

Operation of COMs-24 hour (dail y average) ol data

Work Practice Standards

Operation and Maintenance Requirements

Start-up, Shutdown, and Maintenance Plan

Twice Weekly Visible Emissions Observation of Combustion Stack;
Installation of COMS

Monthly Sampling & Testing of COG Sulfur Content

Monthly Sampling & Testing of COG Heat Content
[,2,3,4,5,6,7and 9ol 40 CIR 60, Appendix A

See Scetion 6

Scetion 1515, Section 2.1.3, Part 6.1, Part 6.3, Section 6.9.8, Part 7.1,

Section 7.1.1, Part 18.5, Section 18.5.3, 40 CER 60, 40 CI'R 63
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| No. | Permit Conditions for Emissions Unit No. 008 Regulation
Section 1 — Applicability
| Applicability 6.3
The Emissions Unit 008, Undetfire Stack of Batteries No. 1, permitted herein shall include 6.9.8

any equipment, device, or contrivance and all appurtenances thereto, including ducts, fuel- | 7.
feeding equipment, combustion controls, stacks and chimneys, and the combustion fuels Chapter 16
used. The emissions unit is subject to the particulate emission rate allowed under Part 6.3, Chapter 18
entitled “Fuel Burning Equipment,” of the Regulations. ‘The emissions unit is subject to the
visible emissions restrictions under Section 6.9.8, entitled “Combustion Stacks,” of the
Regulations. The emissions unit is subject to Part 7.1, entitled “Fuel Combustion,” of the
Regulations, The emissions unit is subject to the major source emissions fees of Chapter
16 of the Regulations. The emissions unit is subject to Title V permitting requirements of
Chapter 18 of the Regulations.

2 General Compliance Requirements 40 CFR 63
The permittee shall be in compliance with the emissions limitations, work practice Chapter [8

standards, and operation and maintenance requirements in this subpart at all times, except
during periods of startup, shutdown, and malfunction as defined in Section 63.2.

3 Startup, Shutdown, and Malfunction Plan 40 CER 63
The permittee shall develop and implement a written startup, shutdown, and malfunction 63.7332
plan according to the provisions of 63.6(e)(3) of 40 CFR 63. Chapter 18

For COMS, a monitoring malfunction is any sudden, infrequent, not reasonably preventive
failure of the monitor to provide valid data. Monitoring failures that are caused in part by
poor maintenance or carcless operation are not malfunctions.

4 Subpart CCCCC 40 CEFR 63
The Emissions Unit No. 008 herein is subject o the requirements as listed in Subpart Chapter 18

CCCCC (National Emissions Standards for Hazardous Air Pollutants for Coke Ovens) of
Part 63 of Title 40 of the Code of Federal Regulations.

Section 2 -- Einission, Equipment or Production Requirements and Limitations

5 Visible Emissions Restriction 2.1.3
The Emissions Unit No. 008 shall comply with the visible emissions requirements under 6.9.8

Section 6.9.8 of the Rules and Regulations. There shall be no visible emissions, other than 18.5.3(a)(2)
water mist or vapor, with an opacity greater than 20% from the combustion stack except
for a period or periods aggregating not more than 3 minutes in any consecutive 60
minutes. Compliance with the apacity standard in this condition shall be determined by
conducting observations in accordance with Reference Method 9 in Appendix A of 40
CIR 60. The permittee shall perform a visual observation of the emission unit's
combustion stack and make a record of the visual observation at least twice per week for a
period of 15 minutes or more. If any visible emissions (greater than }5% opacity) are
observed, the permittee shall expeditiously correct the problem causing the enission unit
to emit visible emissions and make a record of the event and the corrective actions. If the
visible emissions cannot be cotrected, the permittee shall have a certified Reference
Method 9 observer determine the combustion stack’s apacity within 24 hours,

6 Subpart CCCCC - Jimissions Limitation 40 CI'R 63,
The permittee shall not discharge 10 the atmosphere any emissions from any battery stack 63.7296
ala existing by-product coke oven battery that exhibit an apacity greater than the Chapter 18

applicable limits shown below:

A Daily average of 15% opacity for a batlery on a normal coking cycle; or

13 Daily averape of 20% opacity for a batlery on a baltery-wide extended coking
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e . . - - .
Particulate Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the particulate
emission rate restriction that is allowed under Part 6.3, entitted “Fuel Burning Equipment,”
of the Regulations. The permittee shall not cause or allow the emissions of particulate
matter from the fuel-burning equipment permitted herein in excess of 0.10 pounds per
million BTU of heat input (at 360 MMBTU/hr) as determined by EPA Reference Method
5 of Appendix A of 40 CER 60, July 1, 2008, as the same may be amended or revised. To
comply with Title V monitoring requirements, the permittee shall demonstrate compliance
with this emission limit by certifying to the Department in writing that only clean coke
oven gas is combusted in the emissions unit. This written certification shall be submitted
biennially,

2.1.3

6.3

18.5
18.5.3¢a)(2)

Sulfur Oxides Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the sulfur oxide
emission rate restriction that is allowed under Section 7.1.1 of the Rules and Regulations.
The permittee shall not cause or allow the emissions of sulfur oxides, measured as sulfur
dioxide, from the fuel-burning equipment permitted herein in excess of 1.8 pounds per
million BTU of heat input as determined by EPA Reference Method 6C of Appendix A of
40 CER 60, July 1, 2008, as the same may be amended or revised. To comply with Title V
monitoring requirements, the permittee shall collect monthly samples of coke oven gas and
analyze them for sulfur content (hydrogen sulfide) by weight. The permittee shall also
determine the heat content of each fuel sample. The emissions unit is restricted to
combusling coke oven gas.

2:1.3
7.1.1
18.5
18.5.3(a)(2)

Combustion Fuel Restriction

The Emissions Unit permitted herein is restricted to combusting coke oven gas. This
restriction shall be demonstrated by recording and maintaining a record of the amount
(within £ 1% accuracy) of COG combusted each calendar day.

2.13
18.5

Heat Input Restriction

The Emissions Unit permitted herein shall not exceed 360,000,000 BTUs per hour of heat
input. "This restriction shall be demonstrated by recording and maintaining a record of the
amounis (within + ) accuracy/ + 178 x 10° CF/day on a 18-hour coking cycle/134 x 10°
CFfday on a 24-hour coking cycle) of fuel combusted and time operated each calendar
day.

2.1.3
18.5

Section 3 -- Compliance and Performance Test Methods and Procedures

Test Mcthods and Procedures
The permittee shall determine compliance with the particulate emissions, sulfur oxide
cmissions, and visible emissions restrictions of this permit by the following EPA’s
reference methods under 40 CER 60, Appendix A, July 1, 2008, as the same may be
amended or revised:

Method 1: Sample and Velocity Traverses

Method 2: Determination of Stack Gas Velocity and Volumetric Flow Rate

Method 3: Gas Analysis for Carbon Monoxide, Oxygen, Excess Air, and Dry M. W.
Method 4: Determination of Moisture Content in Stack Gases

Method 5: Determination of Particulate Emissions

Method 6C: Determination of Sulfur Dioxide Emissions

Method 7: Determination of Nitrogen Oxide Limissions

Method 9: Visual Determination of the Opacity of Emissions

Tutwiler Method: Sulfur Content (H2S) in Gas Mixtures

Calorimeter: Determination of Heat Content of Fuels in BTU per Cubic Foot

2.1.3
40 CER 60
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Subpart CCCCC—Performance Testing
The permittee shall conduct an initial and subscquent (continuous) performance test in
accordance with the following:

To determine compliance with the daily average opacity limit for stacks of 15% for a by-
product coke oven battery on a normal coking cycle or 20% for a by-product coke oven
battery on battery-wide extended coking, follow the test methods and procedures in items
1 through 3 below:

l. Using the continuous opacity monitoring system (COMS) required in
63.7330(e) of 40 CI'R 63, measure and record the opacity of emissions
from each battery stack for a 24-hour period.

2. Reduce the monitoring data to hourly averages as specified in
63.8(g)(2) of 40 CFR 63, and

3. Compute and record the 24-hour (daily) average of the COMS data.

For cach by-product coke oven battery stack subject to an opacity limit in 63.7296(a) 40
CIFR 63, the permttee shall submit a notification of compliance status containing the
COMS performance test.

40 CFR 63,
63.7324, and
63.7326(d)
Chapter 18

Section 4—Operation and Maintenance Requirements

Good Engineering Paractices & Minimize Emissions to the Level of Subpart CCCCC

A A required by 63.6(e)(1)(i) 40 CER 63, the permittee shall operate and maintain
the affected source (batteries), including the air pollution control and monitoring
equipment, in a manner consistent with good air pollution control practices for
minimizing emissions at least to the levels required by this subpart.

1 The permittee must preparc and operate at all times according o a
written operating and maintenance plan for the general operation and
maintenance of the existing by-product coke oven batteries. Each plan
must address, at a minimom, the elements listed as follows:

a. Frequency and method of recording underfire gas parameters;
b. Frequency and method of recording battery operating

temperature, including measurement of individual flue and
cross-wall emperatures;

£ Procedures to prevent overcharging and undercharging of
ovens, including measurement of coal moisture, coal bulk
density, and procedures for determining volume of coal
charged;

cl. Frequency and procedures for inspecting flues, burners, and
nozzles; and
& ‘The operating and maintenance plan must include requirements

to repair any defects or deficiencies noted in inspections as
described in Permit Condition 15 of this emissions unit.
Repairs are to be made before the next scheduled
inspection.

40 CER 63,
63.7300. and
63.7331
Chapter 18
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Subpart CCCCC—COMS—Operation. and Maintenance Requi nts Fo u_.'_-;

For each by-product coke oven battery, the permittee shall instail, operate, and !ﬁa
COMS to measure and record the opacity of emissions existing each stack according to the
following requirements:

control,
F.

Install, operate, and maintain each COMS according to the requirements

in 63.8(e) of 40 CFR 63 and Performance Specification 1 in

40 CER 60, Appendix B. Identify periods the COMS is out-of-control, including
any periods that the COMS fails to pass a daily calibration drift.

assessment, quarterly performance audit, or annual zero alignment audit,

The permittee shall conduct a performance evaluation of cach COMS according
to the requirements in 63.8 of 40 CFR 63, and Performance Specification 1 in
Appendix B to 40 CER 60.

The permittee shall develop and implement a quality controf program for
operating and maintaining each COMS according to the requirements in 63.8(d)
of 40 CI'R 63. At minimum, the quality control program must include a

daily calibration drift assessment, quarterly performance audit, and a annual zero
alignment audit of each COMS.

Each COMS shall complete a minimum of one cycle of sampling and analyzing
for each successive 10-second period and one cycle of data recording for each
suceessive 6-minute period. The permittee shall reduce the COMS data as

 specified in 63.8(g)(2) of 40 CFR 63.

The permittee shall determine and record the hourly and daily (24-hour) average
opacity according to the procedures in 63.7324(b) of 40 CFR 63 using all the 6-
minute averages collected for periods during which the COMS is not ~ out-of-

The Department shall be notified in writing 2 weeks prior to the COMS annual
audit.

40 CFR 63

63.7331

Chapter (8

Section 5 — Continuous Emission Monitoring

Subpart CCCCC—Monitoring

A,

Except for monitor malfunctions, associated repairs, and required quality
assurance or control activities (including as applicable, ealibration checks and
required zero and span adjustments), the permittee shall monitor continuously at
all times the affected souice is operating.

The permittee may not use data recorded during monitoring malfunctions,
associated repairs, and required quality assurance or control activities in data
averages and calculations used to report emission or operating levels.

40 CER 63
63.7332
Chapter 18

Scction 6-Recordkeeping and Reporting Requirements

16

Subpart CCCCC—Reporting Requirements

Unless the Administrator has approved a different schedule, the permittee shall submit
quarterly compliance reports for battery stacks.

A,

The first quarterly compliance report for battery stacks must cover the
period beginning on the compliance date that is specified for your

affected source in 63.7283 of 40 CFR 63, and ending on the last date of the
third calendar month. Each subscquent compliance report must cover

the next calendar quarter,

A quarterly compliance report for battery stacks must be postimarked or delivered
no later than one calendar month following the end of the quarterly reporting
period.

The coment of each quarterly report must provide information on compliance
with the emission limitations for battery stacks in 63.7296 of 40 CIR 63, The

40 CER 63
63.7341
Chapter 18
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‘ Ieports _must meet the requirements in 63.734 1(b) 0f 40 CFR 63.
17 Subpart CCCCC—Recordkeeping 40 CFR 63,
A, The permittee shall keep the following records: 63.7342
L A copy of each notification and report that the permittee submitted to Chapter 18
comply with this subpart, including all documentation supporting any
initial notification or notification of compliance status that the
permittee submitted, according to requirements in 63. 10(b)(2)(xiv) of
40 CFR 63,
25 The records in 63.6(e)(3)(iii) through (v) of 40 CFR 63 related to
startup, shutdown, and malfunction; and
3. Records of performance tests, performance evaluations, and opacity
observations as required by 63.10(b)(2)(viii) of 40 CFR 63,
B. For each COMS, the permittee must keep the records below:
I Records described in Paragraphs 63. 10(b)(2)(vi) through (xi) of
40 CFR 63;
2. Monitoring data for COMS during a performance evaluation as required
in 63.6(h)(7)(i) and (ii) of 40 CFR 63;
3. Previous versions of the performance evaluation plan as required in
63.8(d)(3) of 40 CFR 63; and
4. Records of the date and time that each deviation started and stopped,
and whether the deviation occurred during a period of startup, shutdown,
or malfunction or during another period.

18 Subpart CCCCC—Record Retention 40 CFR 63,
The permittee shall keep records in a form suitable and readily available for expeditious 63.7343
review, according (o 63.10(b)(1) of 40 CFR 63. Chapter 18
As specified in 63.10(b)(1) of 40 CFER 63, the permiittee shall keep each record for S years
following the date of each occurrence, measurement, maintenance, corrective action,
report or record.

The permittee shall keep each record onsite for a least 2 years after the date of each
accurence, measurement, ITlilil‘llCI‘lilﬂCC, COI‘I'CU[iVC‘. ﬂCfiUI‘l. report, or record in accordance
with 63.10(b)(1) of 40 CER 63. The permittec can keep the records offsite for the
remaining 3 years,

19 Department Required Annual Report Reguirement 1.5.15
The permittee shall submit by February 10th of each calendar year to this Department an 2.1.3
annual summary report for the previous calendar year in a format approved by this 18.5.3

Department of the following production information of the emissions unit permitted
herein:

A. The actual hours of operation

B. The quantity of coke oven gas burned in million cubic feet

C. The average monthly (otal sulfur content and heat content of coke oven aas

D. The actual emissions (point and fugitive) of all regulated air pollutants

as defined in Chapter |8 of the Regulations
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Emissions Unit Operating Permit Summary

Emissions Unit No ; 018

Company: ABC Coke

Source Description: South Coke Quenching Tower

Operating Schedule: 24 hours/day, 7 daystweek, and 52 weeks/year

Type and quantity of fuel used: None

Pollutants Emitted:

Page 49

Pollutant

Regulatory Emission Limit

Applicable Standard

Visible Emissions (VE)

20 % Opacity

Section 6.1.1

Particulate Matter

34.65 pounds per hour

Part 6.4

Total Dissolved Solids (TDS) or the

Sum of the Concentration of benzene,

benzo(a)pyrene, and naphthalene

TDS shall not exceed 1,100 milligrams per liter
(ing/l) in water; or not to exceed the applicable
site-specific limit approved by the permitting
authority for benzene, benzo(a)pyrene, and
naphthalene

Subpart CCCCC

Pollution Control Device:
Continuous Emission Monitors:
Continuous Compliance Determiner:

Title V Monitoring;

EPA Reference Test Methods:
Reporting Requirements:

Applicable Regulations:

Baffles
None

Equipment and Work Practice Standards

Weekly Testing of Quench Tower Water if TDS Content is Selected, or
Monthly it Maintaining the Sum of the Concentrations of Benzene,
Benzo(a)pyrene, and the Napthalene Used to Quench Hot Coke

9 of 40 CER 60, Part 1.10, Method 160.1 of 40 CER 136.3

See Condition No. 7

Section 1.5.15, Section 1.9.1, Part 1.10, Section 2.1 3, Part 6.1, Part 6.2,
Part 6.4, Section 6.9.9, Part 18.5, Part 18.7, 40 CI'R 60
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I No. | Permit Conditions for Emissions Unit No. 018
Section 1 - Applicability

l Regufation

q

I Applicability

The Emissions Unit, South Coke Quenching Tower, permitted herein shall include
appurtenances thereto, including quenching
subject to Section 6.9.9, entitled

equipment, device, or contrivance and all
towers and quench water. The emissions unit is
“Quenching,” of the Rules and Regulations:

A. No person shall operate a coke oven
operating in the quench towers.

B, Water introduced to the

Health Officer,
The emissions unit is subject to Chapter I8 of the

qQuenching station must be of quality

any

plant without baffles installed and properly

approved by the

Rules and Regulations,

2:E3

6.1

6.9.9
Chapter 18

Section 2 -- Emission, Equipment or Productio

n Requirements and Limitations

2 Visible Emissions Restriction
The Emissions Unit permitted herein

is subject to

and shall comply with the requirements

under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” of the Rules

cause or
any air ¢

and Regulations. The permittee shall not
from the emissions unit permitted herein
greater than that designated
during one 6-minute period

perform a visual observation o
make a record of the visual observation

are observed, the permittee shall correct the probl

shall make such re

visible emissions and make a record of the cvent and the corrective
airs within | calendar month of the observation.

allow the discharge into the atmosphere
ontaminant of an equivalent opacity

as 20% opacity, as determined by 4 6-minute average; except,
inany 60-minute period, the
atmosphere any air contaminant of an equivalent opacity not greater than that designated
as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9in

permittee may discharge into the

V emissions monitoring requirements,
f the emission unit's exhaust system and

at least once per month. 1f any visible emissions

em causing the emission unit to emjt
actions. The permitiee

b2
—

o o

Subpart CCCCCC—Reauired Limitations
The permittee shall meet the requirements in the {
water limitations:

A
or

B. The sum of the concentrations of benzen

approved by the permitting authority.

For the quenching of hot coke the concentration of (ot
the water used for quenching must nol exceed 1,100 milligrams per liter (mg/1);

ollowing paragraphs related to quench

e, benzo(a)pyrene, and naphthalene in

the witer used for quenching must not exceed the applicable site-specific limit

al dissolved solids (TDS) in

40 CFR 63,
63.7295

Scetion 3 -- Compliance and Performance Test Methods and Procedures

Regulation

4 Test Methods and Procedures

Every month the permiitee shall perform an analy
the quench tower. The samples shall be aken afte
the water recycled from the sump and the
Standard Methods for (he Examination of Water ;

sis [or dissolved solids of (he waler to
r the makeup water has been mixed with

analysis shall be done in accordance with the

wd Wastewater.,

1.9.1
110
b2 )
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Subpart CCCCC—Test Methods 40 CFR 63,
If the permittee elects the TDS limit for quench water, 63.7295¢a)(1)}() of 40 CFR 63, the 63.7325 and

permittee shall conduct each performance test that applies to the affected source according | 63.7295
to the conditions as follows:

A. Take the quench water sample from a location that provides a representative
sample of the quench water as applied to the coke. The Department requires the
sample location from the header that feeds water to the quench tower reservoirs
or an alternate location approved by this Department. The permittee shall use
acceptable makeup water, as defined in 63.7352 of the 40 CER 63,

B. Determine the TDS concentration of the sample using Method 160.1 in 40 CER
Part 136.3.
2 [fat any time the permittee clects to meet the alternate requirements, for quench

water in Paragraph 63.7295(a)(1)(ii), the permittee must establish a site-specific
constituent limit according to the procedures in 63.7325 (b)(1) through (4) of 40

CFR 63.
Scction 4 — Emissions Monitoring
Subpart CCCCC—Monitoring 40 CER 63,

Beginning on the first day that compliance is required under 63.7283 of 40 CFR 63, and 63.7333
subsequent, the permittee shall demonstrate continuous compliance with the TS Timit for
quenching in 63.7295(a)91)(i) of 40 CER 63, by meeting the following requirements:

A, Maintaining the TDS content of the water used 1o quench the hot coke at 1,100
mg/l or less; and

l. Measuring the TDS content of the quench water at least weekly
according to the requirements in 63.7325(a) of 40 CFR_63. and
recording the sample results; or

2, Demonstrating continuous compliance with the constituent limit lor
quenching in 63.7295¢a)( 1)(ii) of 40 CI'R 63, by the following
requirements:

B. Maintaining the sum of the concentration of benzene, benzo(a)pyrene, and

naphthalene in water used o quench hot coke at levels less than or equal to the
site-specific limit approved by the permitting authority; and determining the sum
of the constituent concentrations at least monthly according to the requirements in
63.7325(c) of 40 CFR 63, and recording the sample results.

Department Required Annual Report Requirement 2.13
The permittec shall submit by February 10th of each calendar year 1o this Department an 18.5
annual summary report for the previous calendar year in a format approved by this 18.7
Department of the following production information of the emissions unit permitted 40 CFR 63
herein:
A. The quantity (in tons) of coal charged 1o the batteries associated with this emissions

uit;

B. The actual and allowable emissions (point and fugitive) of all regulated air pollutants
as defined in Chapter 18 of the Rules and Regulations; and
C. The 12-month analysis for dissolved solids of the quench tower water.
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 019

Company: ABC Coke

Source Description: 204 MMBTU/Hr Babcock & Wilcox. Designated Boiler No. §.

Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable Standard
Visible Emissions (VI) 20 % Opacity Section 6.1.1
Particulate Matter (PM) 0.133 IbsyMMBTU of Heat Input (Max. Capacity) | Part 6.3
Sulfur Dioxide (SO2) 1.8 Ibs/MMBTU of Heat Input Section 7.1.1
Nitrogen Oxides (NOx) NA NA

Carbon Monoxide {CQ) NA NA

Volatile Organic Compounds (VOC) NA NA
Pollution Control Device: None

Continuous Emission Monitors: None

Continuous Compliance Determiner: Daily Recordkeeping of Fuel Combusted

Maximum Heat Input Restricted to 204 MMBTU/hour

Coke Oven Gas Restricted to 5,957 MMCFfyear for Boilers 7, 8, 9 and
the Flare.

Natural Gas Restricted to less than ten percent (109%) of the Total Fuel
Usage for Boilers 7,8, and 9

Restricted 1o Coke Oven Gas/Natural Gas Combustion

Title V Monitoring: Daily Visible Emissions Observation of Boiler Stack
Daily FFuel Combustion Metering (+ 1% accuracy)
Monthly Sampling & Testing of Fuel Sulfur Content (COG)
Monthly Sampling & Testing of Fuel Heal Content (COG)

EPA Reference Test Methods: 1,2.3,4,5,6,7 and 9 of 40 CIR 60, Appendix A
Reporting Requirements: Permit Condition No. 10
Applicable Regulations: Sections 2,1.3,6.1.1 and 7.1.]

Parts 6.3 and 18.5
Chapters 2,6, 7, 16 and 18
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No.

Permit Conditions for Emissions Unit No. 019

Regulation

Section 1 ~ Applicability

Applicability

The Emissions Unit, 204 MMBTU/hour boiler, permitted herein shall include any
equipment, device, or contrivance and all appurtenances thereto, including ducts,
breechings, fuel-feeding equipment, ash removal equipment, combustion controls, stacks
and chimneys, and the combustion fuels used. The emissions unit is subject to Part 6.1,
entitled “Visible Emissions,” of the Rules and Regulations. The emissions unit is subject
lo the particulate emission rate allowed under Part 6.3, entitled “Fuel Burning Equipment,”
of the Rules and Regulations. The emissions unit is subject to Part 7.1, entitled “Fuel
Combustion,” of the Rules and Regulations. The emissions unit is subject to Chapter (8 of
the Rules and Regulations.

2
6
6
7

Chapter 18

1.3
|
3
.

Scction 2 -- Emission, Equipment or Production Requirements and Limitations

Visible Emissions Restriction

‘The Emissions Unit permitted herein is subject to and shall comply with the requirements
under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” of the Rules
and Regulations. The permittee shall not cause or allow the discharge into the atmosphere
from the emissions unit permitted herein any air contaminant of an equivalent opacity
greater than that designated as 20% opacily, as determined by a 6-minute average; except,
during one 6-minute period in any 60-minute period, the permittee may discharge into the
atmosphere any air contaminant of an equivalent opacity not greater than that designated
as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CFR 60,

2
6
l

.|

ol 3

8.5

Particulate Emissions Restriction

The Emissions Unit permitted herein is subject 1o and shall comply with the particulate
emission rate restriction that is allowed under Part 6.3, entitled “FFuel Burning Equipment,”
of the Rules and Regulations. The permittee shall not cause or allow the emissions of
particulate matter from the fuel-burning equipment permitted herein in excess of 0.133
pounds per million BTU of heat input (at 204 MMMBTU/hr) as determined by BEPA
Relerence Method 5 of Appendix A of 40 CI'R 60, July 1, 2008, as the same may be
amended or revised. For Title V monitoring requirements, the permittee shall demonstrate
compliance with this emission limit by certifying to the Department in writing that only
coke oven gas and natural gas is combusted in the emissions unit. This written certification
shall be submitted biennially.

2

6.

A3
3
8.5

Sulfur Oxides Emissions Restriction

The Emissions Unit permitted herein is subjeet to and shall comply with the sulfur oxide
emission rate restriction that is allowed under Section 7.1.1 of the Rules and Regulations.
The permittee shall not cause or allow the emissions of sulfur oxides, measured as sulfur
dioxide, from the fuel-burning equipment permitted herein in excess of 1.8 pounds per
million BTU of heat input as determined by EPA Reference Method 6C of Appendix A of
40 CI'R 60, July 1, 2008, as the same may be amended or revised, Tor Title V monitoring
requirements, the permittee shall collect monthly samples of coke oven gas and analyze
the coke oven gas for sulfur content by weight. The permittee shall also determine the heat
content of the coke oven gas sampled. The emissions unit is restricted 1o combusting coke
oven pas and natural gas,

--‘--JE\)

—
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Permit Conditions for Emissions Unit No. 019

Regulation

}‘TNO.

Combustion Fuel Restriction

The Emissions Unit permitted herein is restricted to combusting coke oven gas/natural gas.
This restriction shall be demonstrated by recording and maintaining a record of the amount
(within % 1% accuracy) of each fuel combusted each calendar day.

213
18.5

Heat Input Restriction

The Emissions Unit permitted herein shall not exceed 204,000,000 BTUs per hour of heat
input. This restriction shall be demonstrated by recording and maintaining a record of the
amounts (within + 1% accuracy) of fuel combusted and time operated each calendar day.

2.1.3
18.5

New Source Review Combustion Fuel Restriction

The permittee shall not cause or allow the Emissions Unit Nos. 020, 019, 001, and 031
(Boiler Nos. 7, 8,9, and Flare) to exceed combusting 5,957 million (MM) cubic feet per
year of coke oven gas in any 12-month period based on an annual rolling average as
defined in Part 1.3 of the Rules and Regulations. This restriction shall be demonstrated by
recording and maintaining a record of the amount (within £ 1% accuracy) of each fuel
combusted in each boiler and time each boiler operated per calendar day.

2,13
18.5

Section 3 -- Compliance and Performance Test Methods and Procedures

Regulalion

Test Methods and Procedures

The permittee shall determine compliance with the particulate emissions, sulfur oxide
emissions, and visible emissions restrictions of this permit by the following EPA's
reference methods under 40 CER 60, Appendix A, July I, 2008, as the same may be
amended or revised:

Method 1: Sample and Velocity Traverses

Method 2: Determination of Stack Gas Velocity and Volumetric Flow Rate

Method 3: Gas Analysis for Carbon Monoxide, Oxygen, Excess Air, and Dry M. W,
Method 4: Determination of Moisture Conlent in Stack Gases

Methed 5: Determination of Particulate Emissions

Method 6C: Determination of Sulfur Dioxide Emissions

Method 7: Determination of Nitrogen Oxide Emissions

Method 9: Visual Determination of the Opacity of Emissions

Tutwiler Method: Sulfur Content (F28, hydrogen sullide) in Gas Mixtures
Calorimeter: Determination of Heat Content of Fuels in BTU per Cubic Foot

2013
40 CFR 60

Scction 4 — Continuous Emission Monitoring — Not Applicable

Section 5 -- Recordkeeping and Reporting Requirements

9

Department Required Annual Report Requirement

‘The permittee shall submit by February 10th of each calendar year to this Department an
annual summary report for the previous calendar year in a format approved by this
Department of the following production information of the emissions unit permitted

herein:

A. The actual hours of operation differentiation between hours of combusting coke oven
gas and natural gas;

3. The actual and allowable emissions (point and fugitive) of all regulated air pollutants
as defined in Chapter 18 of the Rules and Regulations;

C. The quantity of coke oven gas and natural gas burned in million cubic

feel; and
. The average monthly total sulfur content and heat content of the coke oven uas.

K —
—
P8 —

18.5.3
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 020

Company: ABC Coke

Source Description: 204 MMBTU/Hr Babcock & Wilcox. Designated Boiler No. 7.
Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable Standard
Visible Emissions (VE) 20 % Opacity Section 6.1, 1
Particulate Matter (PM) 0.133 lbs/MMB'TU of Heat Input (Max. Capacily) | Part 6.3

Sulfur Dioxide (SO2) 1.8 Ibs/MMBTU of Heat Input Section 7.].1
Nitrogen Oxides (NOx) NA NA

Carbon Monoxide (CO) NA NA

Volatile Organic Compounds (VOC) NA NA

Pollution Control Device: None

Continuous Emission Monitors: None

Continuous Compliance Determiner: Daily Recordkeeping of Fuel Combusted

Maximum Heat Input Restricted 1o 204 MMBTU/hour

Coke Oven Gas Restricted 10 5,957 MMCF/year for Boilers 7, 8, 9, and
the Flare.

Natural Gas Restricted to less than ten percent (10%) of the Total Fuel
Usage for Boilers 7,8, and 9

Restricted to Coke Oven Gas/Natural Gas Combustion

Title V Monitoring: Daily Visible Emissions Observation of Boiler Stack
Daily Fuel Combustion Metering (+ 1% accuriacy)
Monthly Sampling & Testing of Fuel Sulfur Content (COG)
Monthly Sampling & Testing of Fuel Heat Content (COG)

EPA Reference Test Methods: 1,2,3,4,5,6, 7and Y ol 40 CER 60, Appendix A
Reporting Requirements: Permit Condition No. 10
Applicable Regulations: Sections 2.1.3,6.1.1 and 7.1.1

Parts 6.3 and 18.5
Chapters 2, 6,7, 16 and 18
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No.

Permit Conditions for Emissions Unit No. 020

Regulation

Section 1 ~ Applicability

Applicability

The Emissions Unit, 204 MMBTU/hour boiler, permitted herein shall include any
equipment, device, or contrivance and all appurtenances thereto, including ducts,
breechings, fuel-feeding equipment, ash removal equipment, combustion controls, stacks
and chimneys, and the combustion fuels used. The emissions unit is subject to Part 6.1,
entitled “Visible Emissions,” of the Rules and Regulations, The emissions unit is subject
to the particulate emission rate allowed under Part 6.3, entitled “Fuel Burning Equipment,”
of the Rules and Regulations. The emissions unit is subject to Part 7.1, entitled “Fuel
Combustion,” of the Rules and Regulations. The emissions unit is subject to Chapter 18 of
the Rules and Regulations.

243

6.1

6.3

7.1
Chapter 18

Scction 2 -- Emission, Equipment or Production Requirements and Limitations

Visible Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the requirements
under Section 6.1.1, *Visible Emissions Restrictions for Stationary Sources,” of the Rules
and Regulations. The permittee shall not cause or allow the discharge into the atmosphere
from the emissions unit permitted herein any air contaminant of an equivalent opacity
grealer than that designated as 20% opacity, as determined by a 6-minute average; except,
during one 6-minute period in any 60-minute period, the permittee may discharge into the
atmosphere any air contaminant of an equivalent opacity not greater than that designated
as 40% opacity. Compliance with the opacity standard in this condition shal] be
determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CER 60.

it

-

8.5

Particulate Emissions Restriction

The Emissions Unit permitied herein is subject to and shall comply with the particulate
emission rate restriction that is allowed under Part 6.3, entitled “TFuel Burning LEquipment,”
of the Rules and Regulations. The permittee shall not cause or allow the emissions of
particulate matter from the fuel-burning equipment permitted hercin in excess of 00,133
pounds per million BTU of heat input (at 204 MMMBTU/hr) as determined by EPA
Reference Method S of Appendix A of 40 CFR 60, July 1, 2008, as the same may be
amended or revised. For Title V monitoring requirements, the permittee shall demonstrate
compliance with this emission limit by certifying to the Department in writing that only
coke oven gas and natural gas is combusted in the emissions unit. This written certification
shall be submitted biennially.

2
6
|

2 Bt
3
8.5

Sulfur Oxides Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the sulfur oxide
emission rate restriction that is allowed under Section 7.1.1 of the Rules and Regulations.
The permittee shall not cause or allow the emissions of sulfur oxides, measured as sulfur
dioxide, from the fuel-burning equipment permitied herein in excess of 1.8 pounds per
million BTU of heat input as determined by EPA Reference Method 6C of Appendix A of
40 CER 60, July 1, 2008, as the same may be amended or revised. For Title V monitoring
requirements, the permitiee shall collect monthly samples of coke aven gas and analyze
the coke oven gas for sulfur content by weight. The permittee shall also determine the heat
content of the coke oven gas sampled. The emissions unit is restricted 1o combusting coke
oven gas and natural gas.

= i
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Permit Conditions for Emissions Unit No. 020
Combustion Fuel Restriction

The Emissions Unit permitted herein is resiricted ta combusting coke gven gas/natural gas.
This restriction shall pe demonstrated by recording and maintaining a record of the amount
(within + 195 accuracy) of each fuel combusted each calendar day,

Heat Input Restriction [ 2:1:3 ]

Regulation
2.1.3
8.5

The Emissions Unit permitted herein shall not exceed 204,000,000 BTUs per hour of heat | 185
input. This restriction shall be demonstrated by recording and maintaining a record of the
amounts (within + ]9 accuracy) of fuel combusted and time operated each calendar day,
New Source Review Combustion Fuel Restriction 213

The permittec shall not cause or allow Emissions Units Nos. 020, 019, 001, and 031 18.5
(Boiler Nos, 7, 8, 9, and Flare) to exceed combusting 5,957 million (MM) cubic feet per

year of coke oven gas in any [2-month period based on an annual rolling average as

defined in Part 1.3 of the Rules and Regulations, This restriction shall be demonstrated by

recording and maintaining a record of the amount (within £ 1 accuracy) of each fuel

combusted in each boiler and time each boiler operated per calendar day.

Section 3 -- Compliance and Performance Test Methods and Procedures | Regulation

Test Methods and Procedures 2.1.3
The permittee shal) determine compliance with the particulate emissions, sulfur oxide 40 CFER 60

Method |: Sample and Velocity Traverses
Method 2: Determination of Stack Gas Velocity and Volumetric IFlow Rate
Method 3: Gas Analysis for Carbon Monoxide, Oxygen, Excess Air, and Dry M. W,
Method 4: Determination of Moisture Content in Stack Gases
Method 5: Determination of Particulate Emissions
Method 6C: Determination of Sulfur Dioxide Emissions
Method 7: Determination of Nitrogen Oxide Emissions
Method 9: Visual Determination of the Opacity of Emissions
Tutwiler Method: Sultur Content (H28, hydrogen sulfide) in Gas Mixtures
Calorimeter: Determination of Heat Content of Fuels in BTU per Cubic Foot
Section 4 Continuous Emission Monitoring — Not Applicable
Section § -- Recordkee ding and Reporting Requirements
Dcparlﬂc_n_r__R_gwii:d Annual Report Re uirement I
The permitice shall submi by February 10th of each calendar year (o (his Department an 2.
annual summary report for (he previous calendar yearina format approved by this 18.5.3
Department of the lollowing production information of (he emissions unit permitted
herein:
A. The actual houys of operation differentiation between hours of combusting coke oven

gas and natural gas:
B. The actual and allowable emissions (point and fugitive) of all regulated air pollutants

as defined in Chapter 18 of the Rules and Regulations:
C. The quantity of coke oven gas and natural gas burned in million cubic

feel; and
D. The averape monthly twtal sulfur content and heat content of the coke oven gas.
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 024

Company: ABC Coke

Source Description: North Coke Quenching Tower

Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: None

Pollutants Emitted:

Page 58

[ Pollutant

Regulatory Emission Limit

Applicable Standard

20 % Opacity

Section 6.1.1

Visible Emissions (VE)
Particulate Matter

30.34 pounds per hour

Part 6.4

Total Dissolved Solids (TDS) or the
Sum of the Concentration of benzene,
benzo(a)pyrene, and napthalene

TDS shall not exceed 1,100 milligrams per liter

(mg/1) in water; or not to exceed the applicable
site-specific limit approved by the permitting
authority for benzene, benzo(a) pyrene, and
napthalene

Subpart CCCCC

Pollution Control Device:
Continuous Emission Monitors:
Continuous Compliance Delerminer-

Tille V Monitoring;

EPA Reference Test Methods:

Reporting Requirements:

Applicable Regulations:

ol

Baffles
None

Equipment and Work Practice Standards

Weekly Testing of Quench Tower Water if TDS Content 1s Selected, or
Monthly if Maintaining the Sum of the Concentrations ol Benzene,
Benzo(u)pyrene, and the Napthalene Used to Quench Hot Coke

9 0t 40 CER 60, Part 1.10, Method 160.1 of 40 CER 136.3

Condition No, 7

Section 1.5.15, Section 1.9.1, Part 1.10, Section 2.1.3, Part 6.1, Part 6.2.
Part 6.4, Section 6.9.9, Part 18.5, Part 18.7, 40 CFR 60
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No.

Page 59

Permit Canditions for Emissions Unit No. 024

] Regulation

L

Section | — Applicability

Appiicabiﬁtz

The Emissions Unit, North Coke Quenching Tower, permitted herein shall include any
equipment, device, or contrivance and al appurtenances thereto, including quenching
towers and quench water. The emissions unit is subject (o Section 6.9.9, entitled
“Quenching.” of the Rules and Regulations:

A. No person shall operate a coke oven plant without baffles installed and properly
operating in the quench towers

B. Water introduced to the quenching station must be of 2 quality approved by the
Health Officer

The emissions unit is subject to Chapler 18 of the Rules and Regulations.

243

6.1

6.9.9
Chapter 18

Section 2 -- Emission, Equipment or Production Requirements and Limitations

Visible Emissions Restriction

The Emissions Unit permitted herein is subject to and shall comply with the requirements
under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” of the Rules
and Regulations. The permittee shall not cause or allow the discharge into the atmosphere
from the emissions unit permitted herein any air contaminant of an equivalent opacity
greater than that designated as 209 opacity, as determined by a 6-minute average; except,
during one 6-minute period in any 60-minute period, the permittec may discharge into the
atmosphere any air contaminant of an equivalent opacity not greater than that designated
s 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CI'R 60. To comply with Title V emissions monitoring requirements,
the permitiee shall perform a visual observation of the emission unit's exhaust system and
make a record of (he visual observation at least once per month. If any visible emissions
are observed, the permitiee shall correct the problem causing the emission unit to emit
visible emissions and make a record of the event and the corrective actions. The permitiee
shall make such repairs within 1 calendar month of the obscrvation,

Subpart CCCCCC—Required Limitations
The permittee shall meet the requirements in the following paragraphs related 1o quench
waler limitations:

A, For the quenching of hot coke the concentration of total dissolved solids (TDS) in
the water used for quenching must not exceed 1,100 milligrams per liter (mg/1);
or

B. The sum of the concentrations of benzene, benzo(aypyrene, and naphthalene in
the water used for quenching must not exceed the applicable site-specific limit
approved by the permitting authority,

40 CI'R 63,
63.7295

Seetion 3 -- Compliance and Performance Test Methods and Procedures

Regulation

Test Methods and Procedures

Every month the permittee shall perform an analysis for dissolved solids of the water to
the quench tower. The samples shall be taken after the makeup water has been mixed with
the water recycled from (he sump and the analysis shall be done in accordance with the
Standard Methods for the Examination of Water and Wastlewaler,

1.9.1
110
2.1.3

=
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Subpart CCCCC-—Test Methods 40 CFR 63,

If the permittee clects the T'DS limit for quench water, 63.7295(a)(1)(i) of 40 CFR 63, the | 63.7325 and
permittee shall conduct each performance test that applies to the affected source according | 63.7295

to the conditions as follows:

A, Take the quench water sample from a location that provides a representative
sample of the quench water as applied 1o the coke. The Department requires the
sample location from the header that feeds water to the quench tower reservoirs
or an alternate location approved by this Department. The permitice shall use
acceptable makeup water, as defined in 63.7352 of 40 CFR 63.

B. Determine the TDS concentration of the sample using Method 160.1 in 40 CFR
Part [36.3.
€. If at any time the permittee elects to meet the alternate requirements, for quench

waler in 63.7295(a)(1)(ii) of 40 CFR 63, the permittee must establish a site-
specific constituent limit according to the procedures in 63.7325(b)(1) through

(4) of 40 CFR 63,
Section 4 — Emissions Monitoring
Subpart CCCCC—Monitoring 40 CFR 63,

Beginning on the first day that compliance is required under 63.7283 of 40 CER 63, and 63.7333
subsequent, the permittee shall demonstrate continuous compliance with the TDS limit for
quenching in 63.7295(a)9(1)(i) of 40 CFR 63, by meeting the following requirements:

Al Maintain the TDS content of the water used to quench the hot coke at 1,100
mg/l or less; and

I Measuring the TDS content of the quench water at least weekly
according to the requirements in 63.7325(a) of 40 CFR 63, and
recording the sample results; or

2! Demonstrating continuous compliance with the constituent limit for
quenching in 63.7295(a)(1)(ii) of 40 CER 63, by the following
requirements:

B. Maintaining the sum of the concentration of benzene, benzo(a)pyrene, and

naphthalene in water used (o quench hot coke at levels less than or equal 1o the
site-specific limit approved by the permitting authority; and determining the sum
of the constituent concentrations at least monthly according to the requirements in
63.7325(¢c) of 40 CER 63, and recording the sample results.

Department Required Annual Report Requirement 2:13

The permitiee shall submit by FFebruary 10th of each catendar year to this Department an 18.5
annual summary report for the previous calendar year in a format approved by this 18.7
Department of the following production information of the emissions unit permitted 40 CI'R 63
herein:

A The quantity (in tons) of coal charged to the batteries associated with this emissions
unit;

3. The actual and allowable emissions (point and fugitive) of all regulited air pollutants
as defined in Chapter 18 of the Rules and Regulations; and

C. The 12-month analysis for dissolved solids of the quench tower water.
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 031

Company: ABC Coke

Source Description: Flare

Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: COG

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable Standard
Visible Emissions (VE) 20 % Opacity Section 6.1. |
Pollution Control Device: None

Continuous Emission Monitors: None

Continuous Compliance Determiner: Daily Recordkeeping of Fuel Combusted

Coke Oven Gas Restricted to 5,957 MMCF/year (680 MCTL¥hr) for
Boilers 7, 8, 9, and the Flare

Coke Oven Gas Usage shall be reduced by 1.86 MMCF/yr for each
IMMCF/yr of Natural Gas usage

Restricted to Coke Oven Gas

Tite V Monitoring: Daily Fuel Combustion Metering (+ 1% accuracy)
Monthly Sampling & Testing of Fuel Heat Content (COG)
EPA Reference Test Methods: 1,2,3,4,5,6C, 7, 7E, 9, 10, 18, 25, 25A of 40 CIR 60. Appenix A
Reporting Requirements: Permit Condition No. 6
Applicable Regulations: Sections 1.5, 15,2.1.3,6.1.1, 18.5.3, 18.7.4
Part 18.5

Chapters 2, 6, 16 amd 18
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No. | Permit Conditions for Emissions Unit No. 031 Regulation
Section 1 - Applicability

I Applicability 213
The Emissions Unit, Flare, permitted herein shall include any equipment, device, or 6.1
contrivance and all appurtenances thereto, including ducts, breeching, fuel-feeding Chapter 18
equipment, combustion controls, stacks and chimneys, and the combustion fuels used.

The emissions unit is subject to Part 6.1, entitled “Visible Emissions, “of the Rules and
Regulations. The emissions unit is subject to Chapter 18 of the Rules and Regulations
Section 2 -- Emission, Equipment or Production Requirements and Limitations —‘

2 Visible Emissions Restriction 2.13
The Emissions Unit permitted herein is subject to and shall comply with the requirements | 6.].1
under Section 6.1.1, “Visible Emissions Restrictions for Stationary Sources,” of the Rules | 18.5
and Regulations. The permittee shall not cause or allow the discharge into the atmosphere
from the emissions unit permitted herein any air contaminant of an equivalent opacity
greater than that designated as 20% opacity, as determined by a 6-minute average; except,
during one 6-minute period in any 60-minute period, the permittee may discharge into the
atmosphere any air contaminant of an equivalent opacity not greater than that designated
as 40% opacity. Compliance with the opacity standard in this condition shall be
determined by conducting observations in accordance with Reference Method 9 in
Appendix A of 40 CFR 60,

3 Combustion Fuel Restriction 2.1.3
The missions Unit permitted herein is restricted to combusting coke oven gas. This [8.5
restriction shall be demonstrated by recording and maintaining a record of the amount
(£ 1% accuracy) of each fuel combusted each calendar day.

4 Combustion Fuel Restriction: Boilers 7. 8.9, and Flare 2.3
The permittee shall not cause or allow the Emissions Unit No. 03] (Flare) permitted i8.5

herein aggregated with Emissions Units Nos. 020, 019, and 001 (Boiler Nos.7, 8, and 9)
to exceed combusting 5,957 (MMC/yr) million cubic feet per year of coke oven gas in
any [2-month period based on an annual rolling average as defined in Part 1.3 of the Rules
and Regulations,

Section 3 -- Compliance and Performance Test Methods and Procedures -N/A
Section 4 — Continuous Emissions Monitoring-N/A

Section 5- Recordkeeping and Reporting Requirements

5 Combustion Fuel Restriction Records 2.1.3
[n accordance with the combustion fuel restrictions listed in this permit, the permittee shall | 18.5.3
keep a monthly record of the amount (£ % accuracy) of coke oven gas combusted and the
time of operation per calendar day for the permitted unit herein,

6 Department Required Annual Report Requirement ha:ls
The permittce shall submit by February 101h of cach calendar year to this Department an 2513
annual summary report for the previous calendar year in a format approved by this 1853
Department of the following production information of the emissions unit permitted
herein:

A.The actual hours of operation differentiation between hours ol combusting coke oven
gas and natural gas;

B."The actual emissions (point and fugitive) of all regulated air pollutants as defined in
Chapter 18 of the Rules and Regulations;

C. The quantity of coke oven gas and natural gas burned in million cubic feet; and

D. The average monthly total heat content of the coke oven L
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 032

Company: ABC Coke

Source Description: Coke Pushing Operations of Coke Baltery Nos. 1, 5, and 6
Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year

Type and quantity of fuel used: N/A

Pollutants Emitted:

Pollutant Regulatory Emission Limit Applicable Standards
Visible Emissions (VE) 20% Opacity Part 6.1

Visible Emissions (VE) 40% Opacity Section 6.9.4
Particulate Matter (PM) 0.02 pounds per ton of coke (Ib/ton) Subpart CCCCC
Pollution Control Device: Baghouse

Continuous Emission Monitors: None

EPA Reference Test Methods: Method 1, 2, 2F, 2G, 3, 3A, 3B, 4, 5, 5D, 9 of Appendix A (40 CFR 60)
Reporting Requirements: See Section 6 & Permit Condition 9

Section 1.5.15, Section 2.1.3, Part 6.1 Part 6.2, Part 6.4, Part 6.9, Part

Applicable Regulations:
I8.5, Section 18.5.3, 40 CFR 60, 40 CER 63
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sions Unit No. 032

Regulation

Permit Conditions for Emis
Section 1 ~ Applicability |
Applicability 6.94
Visible Emissions Restriction 18.5

The Emissions Unit No. 032 including the push control system (hooding, ductwork, and 40 CFR 60
hotcar) with baghouse permitted herein is subject to and shall comply with the
requirements under Section 6.9.4, “Pushing” of the Rules and Regulations, The permittee
shall not cause or allow the discharge into the atmosphere visible emissions during the
pushing cycle, other than water mist or vapor, to exceed forty percent (40%) for more than
I push per hour per battery or for more than 2 consecutive pushes from the same oven.
Compliance with (he opacity standard in this condition shall be determined by conducting
observations in accordance with Reference Method 9 in Appendix A of 40 CFR 60, July |,
2008, us the same may be amended or revised. Individual readings, however, will be
instaneous as opposed 10 6-min averages per Method 9. To comply with Title vV
monitoring requirements, the permittee shall perform a visual observation of the emission
units (Batteries No’s. [, 5, & 6) once per month, If any visible emissions (greater than
40% opacity) are observed, the permitiee shall immediately correct the problem causing
the emission unit to emit visible emissions and make a record of the event and correct
actions. Within 24 hours of the completion of corrective actions, the permittee shall again
observe the emission unit. If visible emissions are present, a certified observer shall
complete an EPA Method 9 Visible Emissions Evaluation within 3 business days 1o
estuablish compliance with the above opacity limitation, The date, time, and type of
corrective action initiated (o eliminate the visible emissions and the date and time the
corrective actions were completed shall be provided in the same record that contained the
initial observation.

General Compliance Requirements 40 CIR 63
The permitice shall be in compliance with the emissions limitations, work practice Chapter 18

standards, and operation and maintenance requirements in this subpart at all times, except
during periods of startup, shutdown, and malfunction as defined in 63.2 of 40 CI'R 63,

3 Startup, Shutdown, and Malfunction Plan 40 CI'R 63
The permitiee shall develop and implement a written startup, shutdown, and malfunction Chapter 18
plan :iccur(ling o the provisions of 63.6(c)(3) of 40 CIR 63,

4 Subpart CCCCC 40 CER 63

The Emissions Unit No. 032 berein is subject o the requircments as listed in Subpart Chapter 18
CCCCC (National Emissions Standards for Hazardous Air Pollutants for Coke Ovens) of
B Part 63 of Title 40 of 1he Code of Federal Reeulations.
Section 2 - Bmission, Equipment, Production Requirements, Limitations and Work
Practice Standards
5 Subpart CCCCC - Emissions Limitation - PM 40 CIFR 63,
The permittee shall noy discharge to the atmosphere particulate matter from a control 63.7290
device applicd 1o pushing emissions that exceed 0.02 pounds per ton (1b/ton) of coke il 4 Chapter 18
movable hood vented (o a stationary control device is used 1o capture emissions,

6 Subpart CCCCC = Operating Limit

For each capture system applied to pushing emissions:

40 CEFR 63,
63.7290
Chapter 1§

A. Maintain the daily average volumetric flowrate at the inlet of the control device af
or above the minimum level during the initial performance test, or

B Lor each capture system that uses an electric motor to drive the fan, the permittee
must maintain the daily average fan motor amperes at or above the minimum
level established during the initial performance tesi. o




ABC Coke

Permit Number 4-07-0001-02

Page 65

Subpart CCCCC — Work Practice Standards

A,

D.

The following requirements are to be met for coke oven batteries with vertical flues:

Observe and record the opacity of fugitive pushing emissions from each

oven at least once every 90 days. If an oven cannol be observed during

2 90-day period due to circumstances that were not reasonably

avoidable, the permittee must observe the opacity of the first push of

that oven following the close of the 90-day period that is capable of

being observed in accordance with the procedures in 63.7334(a) of 40 CFR 63,
and it must be documented why the oven was not observed within the 90-day
period. All opacity observations of fugitive pushing emissions for batteries with
vertical flues must be made using the procedures in 63.7334(a) of 40 CFR 63,

If 2 or more batteries are served by the same pushing equipment and total no
more than 90 ovens, the batteries as a unit can be considered a single battery.
The permittee shall observe and record the opacity of fugitive pushing emissions
for at least 4 consecutive pushes per battery each day. Exclude any push

during which the observer’s view is obstructed or obscured by interferences and
observe the next available push to complete the set of 4 pushes. The permittee
may abserve fewer than 4 consecutive pushes, if the abservance was

reasonably unavoidable; however, the permittee must observe and record as
many consecutive pushes as possible and document why 4 consecutive pushes
could not be observed. The permittee ma y observe and record | or more non-
consecutive pushes in addition to any consceutive pushes observed in a day.
The permittee shall not alter the pushing schedule to change the sequence of
consecutive pushes to be observed on any day. Records are to be maintained
indicating legitimate operational reason(s) for any change in the pushing schedule
which results in a change in the sequence of consecutive pushes observed in a

40 CFR 63,
63.7291
Chapter 18

day.

Subpart CCCCC - Fugitive Pushing Emissions; Correclive Action/Increase Coking Time

A

C.

In doing pushing observances, if the average opacity for any individual push
exceeds 30 % opacity for any short battery (less than 5 meters in height) or 35%
opacity for any tall battery, the permittee shall take corrective action and/or
increase the coking time for that oven.

I corrective action or an increase in coking time is required, completing this
action or the increase in coking time must occur within 10 calendar days or the
number of days determined using Equation | under 63.7291 of

40 CER 63, whichever is greater:

X=055+Y (Eq. 1)
Where:

X = Number of calendar days allowed (o complete corrective action or increase
coking time; and
Y = Current coking time for the oven, hours.

Procedures for time periods, days that oven(s) arc removed from service, and
demonstration that the corrective action and/or increased coking time was
successful or unsuceessiul are contained in 63,7291 ()(5) and 63.7291(6)(1). of
40 CER 63, If the corrective action/or increased coking was successtul, the
permittee may return the oven (o the 90-day reading rotation described in
63.7291(a)(1) of 40 CIR 63.

I the initial corrective action/or increased coking time under 63.7291(6)(1) of
40 CFR 63, were unsuceessiul, the permittee must complete additional corrective
action and/or increased coking time for that ovea within the number of days
allowed in 63.7291(a)(5) of 40 CI‘'R 63.

40 CER 63,
63.7291

Chapter 18
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E.

After implementing any additional corrective action/or increased coking time
required under 63,729 ()(6)(i) or (a)(7)(ii) of 40 CER 63, the permittee shall
demonstrate that corrective action/or increased coking time was successful, If the
corrective action and/or increased coking time was successful, the permittee may
return the oven (o the 90-day reading rotation describe in paragraph
63.7291(a)(1) of 40 CER 63.

If the corrective action and/or increased coking time was unsuccessful, the
permitiee must repeat the procedures in 63.7291(a)(6)(i) of 40 CER 63, until the
corrective action and/or increased coking time is successful,

If at any time the permittee places places an oven on an increased coking time as
aresult of fugitive emissions exceeding 30% for a short battery or 35% for a tall
battery, the permittee shall keep the oven on the increased coking time until the
oven qualifies for decreased coking time using the procedures in paragraph
63.729 1 (a)(7)(ii) or (a)(7)(iii) of 40 CFR 63.

9

Subpart CCCCC - Fugitive Pushing Emissions: Deviations — Reporting Requirements

Al

When the permittee’s oven(s) fails to meet the standard (extended coking time)
average opacity for any individual push that exceeds 30% opacity for any short
battery or 35% opacity for any tall battery, the permitiee shall report to the
permitting authority as a deviation cach unsuccesstul attempt at

corrective action and/or increased coking time under 63.792] (a)(6)(ii)

of 40 CER 63,

When the permittee’s oven(s) fails to meet the standard (decreased coking time)
average opacity for any individual push that exceeds 30% opacity for any short
bautery or 35% opacity for any tall batery, the peymittee shall report to the
permitting authority as a deviatjon (63.7921(a)(7)(iv) of 40 CER 63), the second
and any subsequent consecutive unsuccessful attempts on the same oven to
quality for decreased coking time as described in 63.792 1 (a)(7)(iii) of

40 CFR 63.

40 CFR 63,
63.7291(a)(6)(iii),
63.7921(a)(7)(1)
and (a)(7)(ii)
Chapter 18

Subpart CCCCC — Work Practice Standards Souking

A

Each coke by-product battery is subject to a work practice standard(s) for soaking
in accordance with 63.7294 of 40 CER 63, and cach plan must include measures
and procedures to:

I Train topside workers 10 identify soaking emissions that require

corrective action;

Damper the oven off the collecting main prior 1o apening the standpipe

cap;

3. Determine the cause of soaking emissions that do not ignile
automatically, including emissions from raw COG leaking from the
collecting main through the damper, and emissions from incomplete
coking;

4. II'souking emissions are caused by leaks from (he collecting main, take

corrective actions (o eliminate the soaking emissions. Suggested

methods lor corrective actions are contained in 03.7294(a)(4) of

40 CI'R 63; and

It soaking emissions are not caused by leaks from the collecting main.

notity the designated responsible party. If incomplete coking is the

cause ol the emissions, the permittee must put the oven back on the
collecting main until it is completely coked or the permittee must ignite

(he emissions.

[

wn

40 CER 63,
63.7294
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Section 3 -- Compliance and Performance Test Methods and Procedures

Il Stack Testing 40 CFR 63,
For each control device subject to an emissions limit for particulate matter in 63.7290(a) 63.7322
of 40 CFR 63, the permittee shall conduct subsequent performance tests no less frequently | Chapter |8
than twice (at mid-term and renewal) during each term of the Title V operating permit.

12 Stack Test Procedures—Subpart CCCCC 40 CFR 63
The test methods and other procedures for each performance test shall be conducted in 40 CER 61},
accordance with 63.7322 of 40 CFR 63. Appendix A
Scction 4—Operation and Maintenance Requirements

13 Good Engineering Paractices & Minimize Emissions to the Level of Subpart CCCCC 40 CFR 63,
A As required by 63.6(e)(1)(i) of 40 CFR 63, the permittee shall operate and 63.7300

maintain the affected source (batteries), including the air pollution control and 63.7331
monitoring equipment, in a manner consistent with goad air pollution control Chapter 18
practices for minimizing emissions at least to the levels required by this subpart.
I The permittee must prepare and operate at all times according to a
written operating and maintenance plan for the general operation and
maintenance of the existing by-product coke oven batteries. Each plan
associated with pushing must address the following as a minimum:
a. Irequency and method of recording underfire gas parameters,
b. Frequency and method of recordin g battery operating
temperature, including measurement of individual {lue and
cross-wall temperatures,
s Procedures to prevent pushing an oven before it is fully coked,
d. Procedures to prevent overcharging and undercharging of
ovens, including measurement of coal moisture, coal bulk
density, and procedures for determining volume of coal
charged,
g Frequency and procedures for ing pecting flues, burners, and
nozzles,
f. The operating and maintenance plan must include requirements
to repair any defects or deficiencies brought on through
inspections as describe in Permit Condition 15 of this emissions
unit. Repairs are to be made before the next schedule
inspection.
g For each baghouse applied to pushing emissions, the permiliee
shall install, operate, and maintain each bag leak detection
system according 10 63,7331 of 40 CFR 63.
Section 5 — Continuous Imission Monitoring
14 Continuous Compliance Requirements-—Monitoring 40 CI'R 63,

For each baghouse applied to pushing emissions lrom a coke oven battery, the permittee

shall continuously monitor the relative change in particulate matter loading using i bag

leak detection system according to requirements in 63,733 (a) of 40 CI'R 63 and conduct

inspections at their specificd frequency according 1o the requirements as follows:

k; Monitor the pressure drop across each baghouse cell each day to ensure the
pressure drop is within the normal operating range.

2. Confirm that dust is being removed from the hoppers through weekly visual
inspections or equivalent methods of assurance.

3 Check the compressed air supply for pulse-jet baghouses each day.

4. Monitor cleaning cycles.

5. Check bag cleaning mechanisms lor proper functioning through monthly visual
mspection or equivalent means.

6. Confirm the physical integrity of the baghouse through quarterly visual
inspections of the baghouse interior for air Teaks

7. Inspect fans for wear,

8. Il the permittee elects the operating Himit in 63.7290(0)(3)(0) ol 40 CI'R 63 for a

63.7330
Chapter 18
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pture system applied to pushing emissions, the permittee shall install, operate,
and maintain a device to measure fan motor amperage. Refer to
63.7331(g) of 40 CER 63, for this requirement,
9. If the permittee elects the operating limit in 63.7290(b)(3(i1) of 40 CFR 63, for a
Capture system applied 1o pushing emissions, (he permittee shall install, operate,
and maintain a device to measure the fan motor amperes.

15 Push Control System—Inspections and Preventive Maintenance 40 CFR 63
Chapter 18

A, The permittee shall prepare and operate at all times according to a written
operating and maintenance plan for each capture system and control device
applied to pushing emissions. Eacl plan must address at a minimum the
following elements:

B Monthly inspections of the equipment that are important to the
performance of the total Capture system (e.g., pressure sensors, dampers,
and damper switches); These inspections must include observations of
the physical appearance of the cquipment (e.g., holes in ductwork or
hoods, flow restrictions such a dents and soot bridging, and fan erosion),

2. Preventive maintenance for cach control device, including a preventive
maintenance schedule; and
3. Corrective action for all baghouses applied to pushing emissions in the

event a bag leak detection system alarm is triggered, the permittee must
initiate corrective action to determine the cause of the alarm within |
hour of the alarm, initiate corrective action to correct the problem within
24 hours of the alarm, and complete the corrective action as soon as

practicable.
Scction 6 — Recordkeeping and Reporting Requirements
16 Department Required Annual Report Requirement 1.5.15
The permittee shall submit by February 10th of each calendar year to this Department an 2303
annual summary report for the previous calendar year in a format approved by this 18.5.3
Department of the following production information of the emissions unit permitted
heremn:
A The actual hours of operiation;
B. For each baltery, the tolal quantity in tons of coal charged, coke produced specifying
amounts in tons for both furnace and foundry; and
C The actual emissions (point and lugitive) of all regulated air pollutants
as defined in Chapter 18 of the Rules and Regulations,
17 Subpirt CCCCC-—Reporting Requirements 40 CI'R 63
The permittee shall submit semiannual compliance reports each year unless notified Chapter 18

atherwise,

Each compliance report must provide information on compliance with the emissions
Jimitations, work practice standards, and operation and maintenance requirements for al)
affected sources. Reporting shall be in accordance with 63.7341 of 40 CI'R 63.
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18 Tﬁ_u_bgarl CCCCC—Recordkeeping

The permittee shall keep records in accordance with the following:

A. A copy of each notification and report that the permittee submitted to comply
with the subpart, including all documentation supporting any initial notification
of compliance status that was submitted by the permittee, and according to the
requirements in 63.10(b)(2)X(xiv) of 40 CIER 63;

B. The records in 63.6(e)(3)(iii) through (v) of 40 CER 63 related to startup,
shutdown, and malfunction;

. Records of performance tests, performance evaluations, and opacity observations
as required in 63. 1O(b)(2)(viii) of 40 CER 63;

D. ‘The permittee shall keep records in 63.6(h)(6) of 40 CER 63, for visual
observations.

E The permittee shall keep records required in 63,7333 through 63.7335 of

40 CER 63 to show continuous compliance with each emissions limitation, work
practice standard, and operation and maintenance requirement that applics.

40 CFR 63, —’
63.7342
Chapter 18

19 Subpart CCCCC—Record Retention 40 CFR 63,
The permittee shall keep records in 2 form suitable and readily available for expeditious 63.7343
review, according to 63.10(b)( 1) of 40 CFR 63. Chapter 18

As specified in 63, O(b)(1) of 40 CER 63, the permittee shall keep each record for 5 years
following the date of each occurrence, measurement, maintenance, corrective action,
report or record.

The permittee shall keep cach record onsite for a least 2 years after the date of each
occurrence, measurement, maintenance, corrective action, report, or record in accordance
with 63.10(b)(1) of 40 CIR 63. ‘The permittee can keep the recards offsite for the
remaining 3 years,
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Emissions Unit Operating Permit Summary

Emissions Unit No.: 034

Company: ABC Coke

Source Description; Ammonium Sulfate Manufacturing

Operating Schedule: 24 hours/day, 7 days/week, and 52 weeks/year
Type and quantity of fuel used:

Primary: N/A

Secondary: N/A

Pollutants Emitted:

Page 70

Pollutant

Regulatory Emission Limit

Applicable Standard

Visible Emissions (VE)

20 % Opacity

Section 6.1.1

Particulate Matter (PM)

17.19 pounds per hour (12.5 tons/hr process rate)

Part 6.4

Particulate Matter (PM)

0.30 Ib/ton of ammonium sulfate produced

Subpart PP

Visible Emissions (VE)

15% Opacity (exhaust gases)

Subpart PP

Pollution Control Device:

Continuous Emission Monitors:

Continuous Compliance Determiner:

Title V Monitoring:
EPA Reference Test Methods:
Reporting Requirements:

Applicable Regulations:

Baghouse

None

Monitoring of Operation Per Subpart PP
Condition 2

40 CER 60, Appendix A

Condition No. 6

Section 1.5.15; Section 2.1.3; Part 6.1 iSection 6.1.1; Part 6.2: Part 18.5

Section 18.5.3; Chapter 18, 40 CFR 6()




ABC Coke
Permit Number 4-07-0001-02

Page 72

Section 6 -- Recordkeeping and Reporting Requirements

Department Required Annual Report Requirement
The permittee shall submit by February 10th of each calendar year to this Department an
annual summary report for the previous calendar year in a format approved by this
Department of the following production information of the emissions unit permitted
herein:
A. The actual hours of operation of the ammonium sulfate manufacturing system;,
B. The actual emissions (point and fugitive) of all regulated air pollutants

as defined in Chapter 18 of the Rules and Regulations; and
C. The quantity of material processed annually.

Liduly
213
18.5.3




